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relied upon or used for any other project without obtaining prior written authorization from HGC Noise Vibration 
Acoustics (HGC). Further, the input of content from any document produced by HGC or related HGC intellectual property 
into any Artificial Intelligence tool is expressly prohibited. HGC accepts no responsibility or liability for any consequence 
of this document being used for a purpose other than for which it was commissioned. Any person or party using or 
relying on the document for such other purpose agrees and will by such use or reliance be taken to confirm their 
agreement to indemnify HGC for all loss or damage resulting therefrom. HGC accepts no responsibility or liability for this 
document to any person or party other than the party by whom it was commissioned. 
 
Any conclusions and/or recommendations herein reflect the judgment of HGC based on information available at the time 
of preparation and were developed in good faith on information provided by others, as noted in the report, which has 
been assumed to be factual and accurate. Changed conditions or information occurring or becoming known after the date 
of this report could affect the results and conclusions presented. 
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1 INTRODUCTION AND SUMMARY 
HGC Noise Vibration Acoustics (HGC) was retained by Polocorp Inc. to conduct a 

noise and vibration feasibility study for a proposed residential development 

located at 51 – 55 Hawkesville Road, Township of Woolwich, Regional 

Municipality of Waterloo (RMOW), Ontario. The study is required by the RMOW 

as part of the approvals process.  

The primary sources of noise are road traffic on Hawkesville Road to the north 

and rail traffic on the Waterloo Central Railway to the west. Forecasted traffic 

data for the Hawkesville Road was obtained from the RMOW. Rail traffic data 

was obtained via unattended vibration measurements and HGC Engineering past 

project files in the area. Traffic data was used to predict future traffic sound 

levels at the proposed development. The predicted sound levels were evaluated 

with respect to the guidelines of the RMOW and the Ministry of the Environment, 

Conservation and Parks (MECP). 

The study finds that the traffic noise exceeds the MECP sound level criteria 

during daytime and nighttime hours at the proposed residential development. 

Air conditioning is required for dwellings closest to the railway. The provision for 

the future installation of air conditioning at the occupant’s discretion is required 

for dwellings further from the railway or adjacent to the roadway. A brick or 

masonry equivalent construction is required for buildings in the first row from 

the railway. Upgraded window glazing constructions are recommended for 

dwellings closest to the railway. Exterior building constructions meeting the 

minimum requirements of the Ontario Building Code will provide sufficient 

acoustical insulation for the interior spaces of the buildings further from the 

railway.  

Associated acoustical requirements are specified in this report. Warning clauses 

are recommended to inform future residents of the road and rail traffic noise 

impacts and to address sound level excesses. 
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2 SITE DESCRIPTION AND NOISE SOURCES 
An aerial photo and key plan are attached as Figure 1. A site plan prepared by 

Polocorp Inc., dated December 11, 2024, is attached as Figure 2 also showing 

the prediction locations. The development is proposed to include back-to-back 

townhouses, traditional townhouses, and single-detached dwellings along with 

associated roadways and parking areas.  

The site is located at 51 – 55 Hawkesville Road in Woolwich, RMOW, Ontario. 

The primary sources of noise are road traffic on Hawkesville Road to the north 

and rail traffic on the Waterloo Central Railway line to the west. The railway is 

owned and operated by Southern Ontario Locomotive Restoration Society 

(SOLRS). It is classified as a spur line and operates both freights and tourist 

passenger trains. The tourist train is a seasonal operation during the months of 

May to October as noted on their website. Canadian National (CN) railway 

operates their freight trains during the nighttime hours on this railway line. A 

Tas Trucking facility is currently located on the subject site which will be 

removed. The surrounding lands are primarily residential and agricultural lands. 

To the northeast of the site is a Calvary United Church. Approximately 230 m to 

the northwest of the subject site is Frey’s Hatchery. There are several existing 

dwellings closer to the hatchery  than the proposed development. Similarly, 

there is a farm with large silos approximately 310 m to the west of the site. 

There is an intervening dwelling closer to this facility than the subject site. A 

Home Hardware distribution centre is located approximately 500 m to the south 

of the site also with existing dwellings closer to this facility than the proposed 

development. There are no other significant sources of stationary noise within 

500 m of the subject site. 
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3 CRITERIA FOR ACCEPTABLE SOUND AND 
VIBRATION LEVELS 

3.1 Road and Rail Traffic Noise Criteria 
Guidelines for acceptable levels of road and rail traffic noise applicable to 

residential developments are given in the MECP publication NPC-300, 

“Environmental Noise Guideline Stationary and Transportation Sources – 

Approval and Planning”, release date October 21, 2013 and are listed in Table 1 

below. The values in Table 1 are energy equivalent (average) sound levels 

[LEQ] in units of A weighted decibels [dBA]. The Region of Waterloo’s 

Implementation Guideline for Noise Policies, Policy Adopted by Regional Council 

July 14, 1999, Last Updated October 22, 2019 was also referenced. The 

Federation of Canadian Municipalities (FCM) and Railway Association of Canada 

(RAC) “Guidelines for New Development in Proximity to Railway Operations”, 

dated May 2013 (RAC/FCM guidelines were also reviewed dated November 

2006). 

Table 1: Road and Rail Traffic Noise Criteria 

Space 
Daytime LEQ(16 hour) 

Road/Rail 

Nighttime LEQ(8 hour) 

Road/Rail 

Outdoor Living Areas 55 dBA -- 

Inside Living/Dining Rooms 45 dBA / 40 dBA 45 dBA / 40 dBA 

Inside Bedrooms 45 dBA / 40 dBA 40 dBA / 35 dBA 

Daytime refers to the period between 07:00 and 23:00, while nighttime refers 

to the period between 23:00 and 07:00.  The term "Outdoor Living Area" (OLA) 

is used in reference to an outdoor patio, a backyard, a terrace or other area 

where passive recreation is expected to occur. Balconies that are less than 4 m 

in depth are not considered to be outdoor living areas under MECP guidelines.  

The guidelines in the MECP publication allow the sound level in an OLA to be 

exceeded by up to 5 dBA, without mitigation, if warning clauses are placed in 
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the purchase and rental agreements to the property. Where OLA sound levels 

exceed 60 dBA, physical mitigation is required to reduce the OLA sound level to 

below 60 dBA and as close to 55 dBA as technically, economically and 

administratively feasible.  

Indoor guidelines for rail noise are 5 dBA more stringent than for road noise, to 

account for the low frequency (rumbling) character of locomotive sound, and its 

greater potential to transmit through exterior wall/window assemblies.  

A central air conditioning system as an alternative means of ventilation to open 

windows is required for all dwellings where nighttime sound levels outside 

bedroom/living/dining room windows exceed 60 dBA or daytime sound levels 

outside bedroom/living/dining room windows exceed 65 dBA. Forced air 

ventilation with ducts sized to accommodate the future installation of air 

conditioning is required when nighttime sound levels at bedroom/living/dining 

room windows are in the range of 51 to 60 dBA or when daytime sound levels at 

bedroom/living/dining room windows are in the range of 56 to 65 dBA.  

Warning clauses are required to notify future residents of possible excesses 

when nighttime sound levels exceed 50 dBA at the plane of the 

bedroom/living/dining room window and daytime sound levels exceed 55 dBA in 

the outdoor living area and at the plane of the bedroom/living/dining room 

window due to road and rail traffic. 

3.2 Ground-borne Vibration from Rail Traffic 
The railway guidelines require measurements of ground-borne vibration when 

residential dwelling units are to be located within 75 metres of a principal 

branch line such as the CN Waterloo Spur.  

Vibration is typically measured in terms of oscillatory velocity or acceleration. 

The limits for acceptable ground-borne vibration are an RMS velocity of 0.14 

mm/s ( 17 dB re 1 mm/s) between frequencies of 10 and 100 Hz. CN often 

considers RMS velocities in the range of 0.14 to 0.20 mm/s to be a marginal 

exceedance.  
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CN limits for acceptable ground-borne vibration are also presented as a curve of 

maximum allowable vibratory acceleration levels, in units of decibels relative to 

the acceleration due to gravity (dB re 1g), versus one-third octave band 

frequency. The CN criteria have been overlaid on the graphs of measured 

vibration for easy reference (Appendix C). 

4 TRAFFIC SOUND LEVEL ASSESSMENT 

4.1 Road Traffic Data 
Road traffic data for Hawkesville Road was obtained from the Region of 

Waterloo in the form of projected Annual Average Daily Traffic (AADT) values 

projected to 2035. The data and is included in Appendix A. The data was further 

projected to the year 2035 using a 2.5%/year growth rate. The speed limit on 

Hawkesville Road is 50 km/h. The commercial percentage of traffic comprising 

of trucks is 11.3% split into 2.7% medium trucks and 8.6% heavy trucks. A 

day/night split of 90%/10% was used in the analysis. The traffic data is 

summarized in Table 2 below.   

Table 2: Projected Road Traffic Data to 2035  

Roadway AADT Day / Night Split 
[%] 

Trucks Percentage 
(%) Speed Limit 

[km/h] 
Medium Heavy 

Hawkesville Road 3,691 90 / 10 2.7 8.6 50 

 

4.2 Rail Traffic Data 
Rail traffic data for the Waterloo Central Railway, Guelph Subdivision,  Spur line,  

was obtained from HGC Engineering past project files, originally obtained from 

CN, and is included in Appendix B. The number of trains  were confirmed via 

unattended vibration measurements. Updated data was requested from CN, but 

no response was provided. This CN line is used for way freight operations and 

tourist passenger trains on a seasonal basis between the months of May to 

October. The number of tourist passenger trains is found on the Waterloo 

Central Railway website. A maximum of three times are indicated on a selected 
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day for a total of six passbys. The number of passbys is not expected to grow. 

The maximum permissible train speed in the area of the site is 16 kph (10 mph) 

for the way freight trains. In conformance with CN assessment requirements, 

the maximum speeds, maximum number of cars and locomotives per train were 

used in the traffic noise analysis to yield a worst case estimate of train noise. 

The data was projected to the year 2035 using a 2.5% per year growth rate. 

Table 3 summarises the rail traffic data used in the analysis.   

Table 3: Rail Traffic Data Projected to 2035 

Type of Train 
Number of 

Trains 
Day/Night 

Number of 
Locomotives Number of Cars 

Maximum Speed 
[km/h] 

Way Freight 0.0 / 2.6 2 25 16 

Tourist Passenger 
Trains 6.0 / 0.0 1 3 16 

 

4.3 Traffic Noise Predictions 
Future traffic sound levels were predicted using STAMSON version 5.04, a 

computer algorithm developed by the MECP. Sample STAMSON output is 

included in Appendix C.  

Sound levels were predicted at the plane of the living/dining room and bedroom 

windows during the daytime hours and at the bedroom and living/dining room 

windows during nighttime hours to investigate ventilation requirements. The 

results of these predictions, without mitigation, are summarized in Table 4. 
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Table 4: Future Traffic Sound Levels, [dBA], Without Mitigation 

Prediction 
Location Description 

Daytime in OLA 
LEQ(16 hour) 

Daytime at 
Façade 

LEQ(16 hour) 

Nighttime at 
Façade 

LEQ(8 hour) 

Road/Rail/Total Road/Rail/Total 

[A] 

Stacked 
townhouses with 

exposure to 
railway and 

roadway 

-- 57 / 71 / 71 50 / 70 / 70 

[B] 

Stacked 
townhouses with 

exposure to 
railway  

-- <55 / 71 / 71 <50 / 70 / 70 

[C] 
Townhouse with 

flanking exposure 
to railway 

-- <55 / 58 / 58 <50 / 59 / 59 

[D] 

Stacked 
townhouse with 

fronting exposure 
to roadway 

-- 62 / 58 / 63 55 / 59 / 60 

[E] 
Townhouses with 
flanking exposure 

to roadway 
-- 52 / <55 / 62 55 / 53 / 57 

[F] 
Townhouse with 

some exposure to 
roadway 

-- 55 / <55 / 55 <50 / <50 / <50 

[G] 
Amenity area on 

west side of 
development 

<55 -- -- 

5 DISCUSSION AND RECOMMENDATIONS 
The predictions indicate that traffic sound levels exceed MECP limits during 

daytime and nighttime hours at some of the proposed façades of the buildings. 

The following recommendations are provided. 

5.1 Outdoor Living Areas 
Balconies may be provided for the back-to-back townhouses. Balconies are not 

considered to be outdoor amenity areas by the MECP if they are less than 4 m in 

depth. No sound level predictions are required for balconies less than 4 m in 

depth.  
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A common outdoor amenity space is located on the west side of the 

development (prediction location [G]). The predicted sound level in this amenity 

space is less than 55 dBA. No further mitigation is recommended. 

The predicted sound level in the rear yard of the townhouse blocks with flanking 

exposure to Hawkesville Road is 58 dBA, 3 dBA in excess of the MECP limit of 55 

dBA. The 3 dBA sound level excess is acceptable to the MECP if it is acceptable 

to the municipality with the use of a noise warning clause. 

For the remaining dwelling units, the predicted sound levels in the rear yards 

are less than 55 dBA. No further mitigation is required. 

5.2 Indoor Living Areas 
Air Conditioning 

The predicted nighttime sound levels outside the windows of the future 

dwellings with exposure to the railway will be greater than 60 dBA during the 

night during the nighttime hours (prediction locations [A] and [B]). To address 

these excesses, the MECP guidelines recommend that these dwellings be 

equipped with central air conditioning systems, so that the windows can be 

closed. 

Provision for the Future Installation of Air Conditioning 

The predicted sound level at the future dwellings further from the railway 

and/or adjacent to Hawkesville Road (prediction locations [C], [D], and [E]) are 

between 56 and 65 dBA during the day and between 51 and 60 dBA during the 

nighttime hours. To address these excesses, the MECP guidelines recommend 

that these dwelling units provided for the provision for the future installation of 

air conditioning at the occupant’s discretion. The guidelines also recommend 

warning clauses for the dwelling units. Window or through-the-wall air 

conditioning units are not recommended for the dwelling units because of the 

noise they produce and because the units penetrate through the exterior wall 

which degrades the overall noise insulating properties of the envelope. 



Noise and Vibration Feasibility Study  Page 9 
Proposed Residential Development   
51 – 55 Hawkesville Road, Woolwich, Ontario  January 22, 2025 

Acceptable units are those housed in their own closet with an access door for 

maintenance. The location, installation and sound ratings of the outdoor air 

conditioning devices should minimize noise impacts and comply with criteria of 

MECP publication NPC-300, as applicable.  

Ventilation requirements are shown in Figure 3. 

5.3 Building Façade Constructions 
Since the daytime and nighttime sound levels at the facades of the future 

dwellings closest to the railway will be more than 55 dBA during the night due 

to rail traffic noise. Upgraded building and glazing constructions are required for 

these dwellings.  

Exterior Wall Construction 

According to MECP and CN guidelines, brick veneer or masonry equivalent 

exterior wall constructions are required when dwellings are within 100 metres 

from the railway right of way or are in the first row from the railway line. This 

applies to the south, east and west façades of the stacked townhouses and 

townhouses. Brick veneer or masonry equivalent exterior requirements are 

shown in Figure 4. 

When building elevations are available, an acoustical consultant should review 

the drawings for conformance with the noise study. 

Exterior Doors 

There may be glazed sliding patio doors for entry onto the balconies. The 

glazing areas on the doors are to be counted as part of the total window glazing 

area. If sliding patio doors are to be used, they should include seals sufficient to 

limit air leakage to minimum achievable levels. 
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Acoustical Requirements for Glazing 

At the time of this report, detailed floor plans and elevations were not available 

for the proposed dwellings. Assuming a typical window to floor area of 50% 

(40% fixed and 10% operable) for the living/dining rooms and 40% (30% fixed 

and 10% operable) for the bedrooms, the minimum acoustical requirement for 

the basic window glazing, including glass in fixed sections, sliding doors, and 

operable windows.  

Preliminary STC requirements for the building are included in Table 5 below.    

Table 5: Preliminary Minimum Glazing Requirements 

Prediction Location Description 
Minimum STC Requirements 

for Glazing1,2 

[A] 
Stacked townhouses with 
exposure to railway and 

roadway 
3STC-40 

[B] Stacked townhouses with 
exposure to railway 

3STC-40 

[C] Townhouse with flanking 
exposure to railway 

3STC-32 

[D] Stacked townhouse with 
fronting exposure to roadway 

4STC-30 

[E] Townhouses with flanking 
exposure to roadway 

4OBC 

[F] Townhouse with some exposure 
to roadway 

4OBC 

  1Based on assumed window to floor area ratios of 50% for living/dining rooms and 40% for bedrooms. 
When detailed floor plans and building elevations are available, the window glazing requirements 
should be refined. 

  2STC Requirement refers to fixed glazing. Small leaks through operable doors and windows are 
assumed, tight weather seals should be provided to reduce such leakage to the extent feasible. 

  3Sound entering through windows and walls comprising of brick or masonry equivalent construction 
   4Sound entering through windows and walls 

 

The back-to-back townhouses have significant STC requirements. It may be 

difficult to find suitable STC constructions. It is suggested that the window to 

floor area ratios be minimized as much as possible along the north, west, and 

south façades. Sliding patio doors should not be included into bedrooms, swing 
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doors are more suitable for units with exposure to the railway. Operable 

sections, including doors and operable windows, must be well-fitted and 

weather-stripped in order to achieve the upper range of target STC values. 

Note that acoustic performance varies with manufacturer’s construction details, 

and these are only guidelines to provide some indication of the type of glazing 

likely to be required. Acoustical test data for the selected assemblies should be 

requested from the suppliers, to ensure that the stated acoustic performance 

levels will be achieved by their assemblies. 

Further Review 

When detailed floor plans and building elevations are available for the buildings, 

the glazing requirements should be refined based on actual window to floor area 

ratios and the exterior wall construction should be confirmed to meet railway 

requirements. 

5.4 Rail Vibration Impact 
Measurements were performed on the site at grade, at approximately 30 m 

(location M1 on Figure 2) from the railway right-of-way. Unattended vibration 

measurements using a Svantek 977 Sound Level Meter with a Wilcoxon 

Research type 793V velocity transducer were obtained from April 22 to  25, 

2024. The results of the measurements are presented in Table 6 showing the 

maximum vibration level measurements during each of the train pass-bys. 

Appendix C shows the pass-bys of six of the highest measured trains at location 

M1. 
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Table 6: Maximum RMS Vibration Velocity Measurements of Train Pass-bys 

Train Pass-by 
Measurement 

Location Type of Train Measured Level 
(mm/s) 

Criteria (mm/s) 

1 M1 Way Freight 0.06 0.14 

2 M1 Way Freight 0.07 0.14 

3 M1 Way Freight 0.06 0.14 

4 M1 Way Freight 0.06 0.14 

5 M1 Way Freight 0.06 0.14 

6 M1 Way Freight 0.06 0.14 

The results indicate that the vibration levels are below criteria at 30 m from the 

right-of-way. Mitigation measures are not recommended. 

6 WARNING CLAUSES 
The RMOW guidelines recommend that warning clauses be included in the 

development agreements, purchase and tenancy agreements and offers of the 

purchase and sale for the dwelling units. These are provided below. 

Suitable wording for future dwellings with minor sound level excesses is given 

below.  

Type A: 

Purchasers/tenants are advised that sound levels due to increasing road 
traffic and rail traffic may occasionally interfere with some activities of 
the dwelling occupants as the sound levels exceed the sound level limits 
of the Municipality and the Ministry of the Environment. Suggested 
wording for future dwellings requiring central air conditioning systems is 
given below. 

Suitable wording for future dwellings requiring the provision for adding central air 

conditioning at the occupant’s discretion is given below. 

Type C: 

This dwelling unit has been designed with the provision for adding 
central air conditioning at the occupant’s discretion. Installation of 
central air conditioning by the occupant in low and medium density 
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developments will allow windows and exterior doors to remain closed, 
thereby ensuring that the indoor sound levels are within the sound limits 
of the Municipality and the Ministry of the Environment.  

A suggested wording for future dwellings requiring central air conditioning 

systems is given below. 

Type D: 

This dwelling unit has been supplied with a central air conditioning 
system which will allow windows and exterior doors to remain closed, 
thereby ensuring that the indoor sound levels are within the sound level 
limits of the Municipality and the Ministry of the Environment. 

These sample clauses are provided by the MECP as examples and can be 

modified by the Municipality as required.  

CN requires a standard warning clause as this development is located near a 

principal mainline. The following sample clause is typical of those included in 

agreements of purchase and sale or lease on the Lands that are within 300 

meters of the railway right-of-way. 

Type I: 

Warning: Canadian National Railway Company or its assigns or 
successors in interest has or have a rights-of-way within 300 metres 
from the land the subject hereof. There may be alterations to or 
expansions of the railway facilities on such rights-of-way in the future 
including the possibility that the railway or its assigns or successors as 
aforesaid may expand its operations, which expansion may affect the 
living environment of the residents in the vicinity, notwithstanding the 
inclusion of any noise and vibration attenuating measures in the design 
of the development and individual dwelling(s). CNR will not be 
responsible for any complaints or claims arising from use of such 
facilities and/or operations on, over or under the aforesaid rights-of-way. 
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7 SUMMARY AND RECOMMENDATIONS 
The following recommendations are provided with regard to noise control. 

Please refer to previous sections of this report where these recommendations 

are discussed in more detail.  

1. Air conditioning systems are required for dwellings closest to the railway. 

The provision for the future installation of air conditioning at the 

occupant’s discretion is required for dwellings further from the railway. 

The location, installation and sound ratings of the air conditioning devices 

should comply with NPC-300. 

2. Brick veneer or equivalent masonry construction is required for dwellings 

in the first row from the railway. Upgraded building constructions are 

required for dwellings with some exposure to the railway. When detailed 

floor plans and building elevations are available for the dwelling units, 

window glazing requirements should be refined based on actual window 

to floor area ratios. Window to floor area ratios for the stacked 

townhouses should be minimized along the north, west, and southern 

façades to minimize the STC requirements for these windows. Any 

building and double-glazed window construction meeting the minimum 

requirements of the Ontario Building Code will provide sufficient 

acoustical insulation for the indoor spaces of the remaining proposed 

dwellings. 

3. Warning clauses are required in the property and tenancy agreements 

and offers of purchase and sale of all the residential units in order to 

inform future owners/tenants of the sound level excesses and proximity 

to industrial/commercial uses. 
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Table 7: Summary of Noise Control Requirements and Noise Warning Clauses 

Prediction 
Location Description Acoustic 

Barrier  
*Ventilation 

Requirements 

Type of 
Warning 
Clause 

Brick 
Exterior 
Façade  

STC 
Requirements 

LR/BR  

[A] 

Stacked 
townhouses 

with exposure 
to railway and 

roadway 

-- Central A/C A, D, I  +STC-40 

[B] 

Stacked 
townhouses 

with exposure 
to railway  

-- Central A/C A, D, I  +STC-40 

[C] 

Townhouse with 
flanking 

exposure to 
railway 

-- Provision for 
A/C A, C, I  +STC-32 

[D] 

Stacked 
townhouse with 

fronting 
exposure to 

roadway 

-- Provision for 
A/C A, C, I -- ^STC-30 

[E] 

Townhouses 
with flanking 
exposure to 

roadway 

-- Provision for 
A/C A, C, I -- ^OBC 

[F] 
Townhouse with 
some exposure 

to roadway 
-- -- I -- ^OBC 

-- Remaining 
dwellings -- -- I -- ^OBC 

Note:   
-- no specific requirement 
* The location, installation and sound rating of the air conditioning condensers must be compliant with MECP 
Guideline NPC-300, as applicable. 
# Based on assumed window to floor area ratios. When detailed floor plans and building elevations are available, 
the glazing requirements should be refined based on actual window to floor area ratios. 
+ Sound entering through windows and masonry or equivalent construction exterior walls 
^ Sound entering through windows and walls 

7.1 Implementation 
To ensure that the noise control recommendations outlined above are fully 

implemented, it is recommended that: 

1. Prior to the issuance of building permits for this development, a 

Professional Engineer qualified to perform acoustical engineering services 

in the Province of Ontario should review the architectural plans and 
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building elevations ensure noise control measures outlined have been 

incorporated. 

2. Prior to the issuance of occupancy permits for this development, the 

City’s building inspector or a Professional Engineer qualified to perform 

acoustical engineering services in the Province of Ontario should certify 

that the noise control measures have been properly installed and 

constructed. 
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Figure 2 - Proposed Site Plan Showing Prediction Locations
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Figure 3 - Proposed Site Plan Showing Ventilation Requirements
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Figure 4 - Proposed Site Plan Showing Brick Exterior Requirements
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Appendix A 
Road Traffic Data  



51 Hawkesville Road, Woolwich
2034 AADT Forecast

April 16, 2024

1. Development/Location

Hawkesville Rd

2. Current AADT (2024) 2,800

Hawkesville Rd

3. Forecast AADT (2034) 3,600

4. Commercial Vehicle Rates
Hawkesville Rd

2.7%

8.6%

5. Posted Speed Limit Hawkesville Rd

50 km/h

6. Day/Night Splits

7. Expiry

8. Notes

Region of Waterloo AADT Forecast for Noise Studies

51 Hawkesville Road, Woolwich

Regional Standard 90/10 Day/Night Split

31-Dec-2025

This forecast is intended for the purpose of carrying out a noise study for 51 Hawkesville 
Road in the Township of Woolwich . The above AADTs represents forecasted traffic 
volumes on Hawkesville Road.

The Waterloo Spur railway is within 500m. Rail traffic forecasts will need to be obtained to 
determine the noise impact.

This forecast remains valid up to the date indicated above. The Region of Waterloo should 
be contacted for an updated forecast if there are plans to use this forecast beyond the 
above validity period.

% Medium Trucks

% Heavy Trucks

DOCS #4634692-v1 Prepared by: G. Keyworth



 

Appendix B 
Sample Calculations  



STAMSON 5.0        NORMAL REPORT        Date: 21-01-2025 11:06:23
MINISTRY OF ENVIRONMENT AND ENERGY / NOISE ASSESSMENT

Filename: a.te                 Time Period: Day/Night 16/8 hours

Description: Stacked townhouses with exposure to railway and roadway
                                                  
Rail data, segment # 1: CN (day/night)
--------------------------------------
Train            ! Trains      ! Trains      ! Speed !# loc !# Cars! Eng  !Cont
Type             ! (Left)      ! (Right)     !(km/h) !/Train!/Train! type !weld
-----------------+-------------+-------------+-------+------+------+------+----
  1. CN          !   0.0/1.3   !   0.0/1.3   !  16.0 !  2.0 ! 25.0 !Diesel!  No
  2. Tourist     !   3.0/0.0   !   3.0/0.0   !  16.0 !  1.0 !  3.0 !Diesel!  No

Data for Segment # 1: CN (day/night)
------------------------------------
Angle1   Angle2           : -70.00 deg   90.00 deg
Wood depth                :      0       (No woods.)
No of house rows          :      0 / 0 
Surface                   :      2       (Reflective ground surface)
Receiver source distance  :  31.30 / 31.30  m
Receiver height           :   7.50 / 7.50   m
Topography                :      1       (Flat/gentle slope; no barrier)
Whistle Angle             :     70 deg   Track 1
Reference angle           :   0.00

Results segment # 1: CN (day)
-----------------------------

LOCOMOTIVE (0.00 + 53.15 + 0.00) = 53.15 dBA
Angle1 Angle2  Alpha RefLeq  D.Adj  F.Adj  W.Adj  H.Adj  B.Adj SubLeq
----------------------------------------------------------------------
   -70     90   0.00  56.85  -3.19  -0.51   0.00   0.00   0.00  53.15
----------------------------------------------------------------------

WHEEL (0.00 + 36.86 + 0.00) = 36.86 dBA
Angle1 Angle2  Alpha RefLeq  D.Adj  F.Adj  W.Adj  H.Adj  B.Adj SubLeq
----------------------------------------------------------------------
   -70     90   0.00  40.57  -3.19  -0.51   0.00   0.00   0.00  36.86
----------------------------------------------------------------------

LEFT WHISTLE (0.00 + 70.10 + 0.00) = 70.10 dBA
Angle1 Angle2  Alpha RefLeq  D.Adj  F.Adj  W.Adj  H.Adj  B.Adj SubLeq
----------------------------------------------------------------------
   -70     70   0.00  74.39  -3.19  -1.09   0.00   0.00   0.00  70.10
----------------------------------------------------------------------

RIGHT WHISTLE (0.00 + 60.77 + 0.00) = 60.77 dBA
Angle1 Angle2  Alpha RefLeq  D.Adj  F.Adj  W.Adj  H.Adj  B.Adj SubLeq

 

 



----------------------------------------------------------------------
    70     86   0.00  74.39  -3.19 -10.43   0.00   0.00   0.00  60.77
----------------------------------------------------------------------

Segment Leq : 70.66 dBA

Total Leq All Segments: 70.66 dBA

Results segment # 1: CN (night)
-------------------------------

LOCOMOTIVE (0.00 + 56.96 + 0.00) = 56.96 dBA
Angle1 Angle2  Alpha RefLeq  D.Adj  F.Adj  W.Adj  H.Adj  B.Adj SubLeq
----------------------------------------------------------------------
   -70     90   0.00  60.67  -3.19  -0.51   0.00   0.00   0.00  56.96
----------------------------------------------------------------------

WHEEL (0.00 + 44.53 + 0.00) = 44.53 dBA
Angle1 Angle2  Alpha RefLeq  D.Adj  F.Adj  W.Adj  H.Adj  B.Adj SubLeq
----------------------------------------------------------------------
   -70     90   0.00  48.24  -3.19  -0.51   0.00   0.00   0.00  44.53
----------------------------------------------------------------------

LEFT WHISTLE (0.00 + 69.48 + 0.00) = 69.48 dBA
Angle1 Angle2  Alpha RefLeq  D.Adj  F.Adj  W.Adj  H.Adj  B.Adj SubLeq
----------------------------------------------------------------------
   -70     70   0.00  73.77  -3.19  -1.09   0.00   0.00   0.00  69.48
----------------------------------------------------------------------

RIGHT WHISTLE (0.00 + 60.15 + 0.00) = 60.15 dBA
Angle1 Angle2  Alpha RefLeq  D.Adj  F.Adj  W.Adj  H.Adj  B.Adj SubLeq
----------------------------------------------------------------------
    70     86   0.00  73.77  -3.19 -10.43   0.00   0.00   0.00  60.15
----------------------------------------------------------------------

Segment Leq : 70.18 dBA

Total Leq All Segments: 70.18 dBA

Road data, segment # 1: Hawkesville (day/night)
-----------------------------------------------
Car traffic volume  :  2946/327   veh/TimePeriod  *
Medium truck volume :    90/10    veh/TimePeriod  *
Heavy truck volume  :   286/32    veh/TimePeriod  *
Posted speed limit  :    50 km/h
Road gradient       :     0 %
Road pavement       :     1 (Typical asphalt or concrete)

* Refers to calculated road volumes based on the following input:

 

 



    24 hr Traffic Volume (AADT or SADT):   3600
    Percentage of Annual Growth :   2.50
    Number of Years of Growth :   1.00
    Medium Truck % of Total Volume     :   2.70
    Heavy Truck  % of Total Volume     :   8.60
    Day (16 hrs) % of Total Volume     :  90.00

Data for Segment # 1: Hawkesville (day/night)
---------------------------------------------
Angle1   Angle2 : -90.00 deg   0.00 deg
Wood depth :      0 (No woods.)
No of house rows :      0 / 0 
Surface :      2 (Reflective ground surface)
Receiver source distance  :  33.40 / 33.40  m
Receiver height :   7.50 / 7.50   m
Topography :      1 (Flat/gentle slope; no barrier)
Reference angle :   0.00

Results segment # 1: Hawkesville (day)
--------------------------------------

Source height = 1.71 m

ROAD (0.00 + 57.03 + 0.00) = 57.03 dBA
Angle1 Angle2  Alpha RefLeq  P.Adj  D.Adj  F.Adj  W.Adj  H.Adj  B.Adj SubLeq
----------------------------------------------------------------------------
   -90      0   0.00  63.52   0.00  -3.48  -3.01   0.00   0.00   0.00  57.03
----------------------------------------------------------------------------

Segment Leq : 57.03 dBA

Total Leq All Segments: 57.03 dBA

Results segment # 1: Hawkesville (night)
----------------------------------------

Source height = 1.72 m

ROAD (0.00 + 50.52 + 0.00) = 50.52 dBA
Angle1 Angle2  Alpha RefLeq  P.Adj  D.Adj  F.Adj  W.Adj  H.Adj  B.Adj SubLeq
----------------------------------------------------------------------------
   -90      0   0.00  57.01   0.00  -3.48  -3.01   0.00   0.00   0.00  50.52
----------------------------------------------------------------------------

Segment Leq : 50.52 dBA

Total Leq All Segments: 50.52 dBA

TOTAL Leq FROM ALL SOURCES (DAY): 70.84 dBA
(NIGHT): 70.23 dBA



STAMSON 5.0        NORMAL REPORT Date: 21-01-2025 11:06:38
MINISTRY OF ENVIRONMENT AND ENERGY / NOISE ASSESSMENT

Filename: d.te                 Time Period: Day/Night 16/8 hours
Description: Stacked townhouse with fronting exposure to roadway

Rail data, segment # 1: CN (day/night)
--------------------------------------
Train            ! Trains      ! Trains      ! Speed !# loc !# Cars! Eng  !Cont
Type             ! (Left)      ! (Right)     !(km/h) !/Train!/Train! type !weld
-----------------+-------------+-------------+-------+------+------+------+----

1. CN ! 0.0/1.3   !   0.0/1.3   !  16.0 !  2.0 ! 25.0 !Diesel!  No
2. Tourist ! 3.0/0.0   !   3.0/0.0   !  16.0 !  1.0 !  3.0 !Diesel!  No

Data for Segment # 1: CN (day/night)
------------------------------------
Angle1   Angle2 :   0.00 deg   90.00 deg
Wood depth :      0 (No woods.)
No of house rows :      1 / 0 
Surface :      1 (Absorptive ground surface)
Receiver source distance  :  89.50 / 89.50  m
Receiver height :   7.50 / 7.50   m
Topography :      1 (Flat/gentle slope; no barrier)
Whistle Angle :     10 deg   Track 1
Reference angle :   0.00

Results segment # 1: CN (day)
-----------------------------

LOCOMOTIVE (0.00 + 41.05 + 0.00) = 41.05 dBA
Angle1 Angle2  Alpha RefLeq  D.Adj  F.Adj  W.Adj  H.Adj  B.Adj SubLeq
----------------------------------------------------------------------
     0     90   0.41  56.85 -10.90  -4.00   0.00  -0.90   0.00  41.05
----------------------------------------------------------------------

WHEEL (0.00 + 23.75 + 0.00) = 23.75 dBA
Angle1 Angle2  Alpha RefLeq  D.Adj  F.Adj  W.Adj  H.Adj  B.Adj SubLeq
----------------------------------------------------------------------
     0     90   0.51  40.57 -11.71  -4.20   0.00  -0.90   0.00  23.75
----------------------------------------------------------------------

LEFT WHISTLE (0.00 + 50.03 + 0.00) = 50.03 dBA
Angle1 Angle2  Alpha RefLeq  D.Adj  F.Adj  W.Adj  H.Adj  B.Adj SubLeq
----------------------------------------------------------------------
     0     10   0.41  74.39 -10.90 -12.56   0.00  -0.90   0.00  50.03
----------------------------------------------------------------------

RIGHT WHISTLE (0.00 + 57.60 + 0.00) = 57.60 dBA
Angle1 Angle2  Alpha RefLeq  D.Adj  F.Adj  W.Adj  H.Adj  B.Adj SubLeq
----------------------------------------------------------------------



    10     78   0.41  74.39 -10.90  -4.99   0.00  -0.90   0.00  57.60
----------------------------------------------------------------------

Segment Leq : 58.38 dBA

Total Leq All Segments: 58.38 dBA

Results segment # 1: CN (night)
-------------------------------

LOCOMOTIVE (0.00 + 45.76 + 0.00) = 45.76 dBA
Angle1 Angle2  Alpha RefLeq  D.Adj  F.Adj  W.Adj  H.Adj  B.Adj SubLeq
----------------------------------------------------------------------
     0     90   0.41  60.67 -10.90  -4.00   0.00   0.00   0.00  45.76
----------------------------------------------------------------------

WHEEL (0.00 + 32.32 + 0.00) = 32.32 dBA
Angle1 Angle2  Alpha RefLeq  D.Adj  F.Adj  W.Adj  H.Adj  B.Adj SubLeq
----------------------------------------------------------------------
     0     90   0.51  48.24 -11.71  -4.20   0.00   0.00   0.00  32.32
----------------------------------------------------------------------

LEFT WHISTLE (0.00 + 50.31 + 0.00) = 50.31 dBA
Angle1 Angle2  Alpha RefLeq  D.Adj  F.Adj  W.Adj  H.Adj  B.Adj SubLeq
----------------------------------------------------------------------
     0     10   0.41  73.77 -10.90 -12.56   0.00   0.00   0.00  50.31
----------------------------------------------------------------------

RIGHT WHISTLE (0.00 + 57.88 + 0.00) = 57.88 dBA
Angle1 Angle2  Alpha RefLeq  D.Adj  F.Adj  W.Adj  H.Adj  B.Adj SubLeq
----------------------------------------------------------------------
    10     78   0.41  73.77 -10.90  -4.99   0.00   0.00   0.00  57.88
----------------------------------------------------------------------

Segment Leq : 58.81 dBA

Total Leq All Segments: 58.81 dBA

Road data, segment # 1: Hawkesville (day/night)
-----------------------------------------------
Car traffic volume  :  2946/327   veh/TimePeriod  *
Medium truck volume :    90/10    veh/TimePeriod  *
Heavy truck volume  :   286/32    veh/TimePeriod  *
Posted speed limit  :    50 km/h
Road gradient       :     0 %
Road pavement       :     1 (Typical asphalt or concrete)

* Refers to calculated road volumes based on the following input:

    24 hr Traffic Volume (AADT or SADT):   3600

 

 



    Percentage of Annual Growth        :   2.50
    Number of Years of Growth          :   1.00
    Medium Truck % of Total Volume     :   2.70
    Heavy Truck  % of Total Volume     :   8.60
    Day (16 hrs) % of Total Volume     :  90.00

Data for Segment # 1: Hawkesville (day/night)
---------------------------------------------
Angle1   Angle2           : -90.00 deg   90.00 deg
Wood depth                :      0       (No woods.)
No of house rows          :      0 / 0 
Surface                   :      2       (Reflective ground surface)
Receiver source distance  :  22.70 / 23.30  m
Receiver height           :   7.50 / 7.50   m
Topography                :      1       (Flat/gentle slope; no barrier)

�Reference angle           :   0.00
Results segment # 1: Hawkesville (day)
--------------------------------------

Source height = 1.71 m

ROAD (0.00 + 61.72 + 0.00) = 61.72 dBA
Angle1 Angle2  Alpha RefLeq  P.Adj  D.Adj  F.Adj  W.Adj  H.Adj  B.Adj SubLeq
----------------------------------------------------------------------------
   -90     90   0.00  63.52   0.00  -1.80   0.00   0.00   0.00   0.00  61.72
----------------------------------------------------------------------------

Segment Leq : 61.72 dBA

Total Leq All Segments: 61.72 dBA

Results segment # 1: Hawkesville (night)
----------------------------------------

Source height = 1.72 m

ROAD (0.00 + 55.10 + 0.00) = 55.10 dBA
Angle1 Angle2  Alpha RefLeq  P.Adj  D.Adj  F.Adj  W.Adj  H.Adj  B.Adj SubLeq
----------------------------------------------------------------------------
   -90     90   0.00  57.01   0.00  -1.91   0.00   0.00   0.00   0.00  55.10
----------------------------------------------------------------------------

Segment Leq : 55.10 dBA

Total Leq All Segments: 55.10 dBA

TOTAL Leq FROM ALL SOURCES (DAY): 63.37 dBA
                         (NIGHT): 60.35 dBA

 

 



 

Appendix C 
Vibration Measurement Plots 
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Appendix D 
Consultant’s Statutory Declaration 





8. I acknowledge that public authorities and future owners, occupants and others may
rely on this statement.

A DI make this solemn Declaration conscientiously believing it to be true, and knowing 
that it is of the same force and effect as if made under oath 

Sworn (or Affirmed or Declared) remotely by 
Victor Garcia stated as being located in the 
City of Burlington in the Province of Ontario, 
before me at the City of Toronto in the 
Province of Ontario, on January 24, 2025, in 
accordance with O. Reg 431/20, 
Administering Oath or Declaration Remotely.

Victor Garcia 




