p TS ] ] 7 oo
éi\ / | / \\\\ PROPOSED LOT LINES LEGEND
I s——— PRIVATE PUMPING ) 3
/ \\\\\ A STATION /// Z/
[ / : | EXISTING GRADE WD BURFER MODLLE =
= ~PROPOSED DEVELOPMENT
A T— I oW BUFFER MODULE — DIVERSIFIER
\/\ RN %\\ e /
3 / D N S \j\ C——— SURVEY PLAN F DECIDUOUS TREE
| \\\\\\\\\\\\/%/// SUBJECT BOUNDARY
\ e PROPOSED CONIFEROUS TREE
PROPOSED GRADE |
RETAINING WALL CHANGE S ———~—PROPOSED CHAINLINK FENCE
GRADED AREA WITHIN (:}mswcmﬂ
BUFFER WIDTH BUFFER
QEDUCTIDN AT *SEE TABLE 3 FDQ EXISTING TOPOGRAPHY
SEEDING COMPOSITION PRUPLSED CHATN=L TNK
ASPHALT QDAD FENCE AT 10M BUFFEQ PROPOSED TOPOGRAPHY
OFFSET LINE - “_ MICRO—TERRACING
PROPUOSED SwWM OUTLET BEHIND SUBDIVISION
-
e
M1 Cmé\{
10M NRSI FEATURE
MICRO-TERRACING - OFFSET — BUFFER OFFSET
SALVAGED LOGS AND BOUNDARY
ROCKS L CONIFEROUS TREE TABLE 3
—SEE DETAIL S ON SHEET _SEE DETAIL 1 & 2 ON NRST FEATURE
p | —LOCATIONS TO BE FIELD T NSTRUCTION BUFFER BOUNDARY ]
y‘w sy . FIT BY LANDSCAPE —— Botanical Name Common Name QTY (%)
I ™ ARCHITECT ON SITE - Solidago altissima var. altissima Late Goldenrod 5%
§§ MMMM"""""""'"*"m'mw"m.,,,w____ Solidago canadensis var. canadensis Canada Goldenrod 2%
§ Pl ANTING MODULES - Aster cordifolius Heart Leaved Aster 2%
g -SEE DETAIL 3 & 4 [ON L GRCA REGULATED Asclepia\?s[iaca Common Milkweed %
3 ff SHEET L2 FOR PLANTING FLOOD PLAIN LIMIT Rudbeckiahirta Black-eyed Susan 10% e —
3 INSTRUCTION Symphyotrichum lanceolatum Panicled Aster 1% |
%% 2 -SEE DETAIL 6 UON SHEET Symphyotrichum novae-angliae New England Aster 1% | ™
%% %5 .3 FUOR MODULE LAYOUT Anemone canadensis Canada Anemone 2%
%% i -SEE TABLE 2 FOR Carex graminifolia Meadow/Open Field Sedge | 10%
3 Z SPECIES COMPOSITION Jdincus dudleyi Dudley's Rush 10%
% g Eymus riparius Rverbank Wd Rye 30%
%% i Monardafistulosa \irgin's Bower 2% o, Description Dote
%,% j Oenetherabiennis Bvening Primrose 15%
\mm M/j Euthamia graminifolia Grass-leaved Goldenrod % Revisions
— TOTAL 100%
NOTE Dry seed mix to be applied at a rate of 22-25«kg/ha (20-23lbs/acre).

TABLE 1 TABLE 2
Symbol| Qty. [Botanical Name CommonName |Size  |Condition|Spacing Quantity
TREES Per

66  |Acer saccharum Sugar Maple 2gal WB/B&B |See drawing Symbol | Module |Botanical Name Common Name Size Condition |Spacing |Notes
66 Betula papyrifera White Birch 2gal WB/B&B |See drawing M1 - Generalist modules
40 Celtis occidentalis Common Hackberry [2gal WB/B&B See drawing M1 2 Acer saccharum Sugar Maple 100cm ht [Whip 1.5m O.C.
20  |Fraxinus americana White Ash 2gal Container |See drawing M1 1 SAEHE) R Red Oak 100cm ht | Whip 1.5m O.C.

W g |Juniper virginiana Eastern Red Cedar  [125cm ht |WB/B&B  |See drawing sl 2 |Betula papyrfera White Birch 100cm ht | Whip 1.5m O.C.

Ps 6 Pinus strobus Eastern White Pine  [125cm ht |WB/B&B  |See drawing M1 1 Crataegus punctata Dotted Hawthorn 100cm ht [Whip 1.5m O.C. See D3&4 on
40 Populus tremuloides Trembling Aspen 2gal WB/B&B [See drawing auch - da-opciaantais Eastern White Gedar 2 gal CREEINET  [l-amAe . sheet L2 and
40 |Quercus macrocarpa Bur Oak 2qal WB/B&B _ |See drawing M1 1 Rhus typhina | Staghorn Sumac 2 gal Container |1m O.C. D586 on L3
33 T — Red Oak 2gal WB/B&B | See drawing M1 1 Sambucus caﬁadenSIs Black Elderberry 2 gal Container |1m O.C.

Tae 8 |Thuja occidentalis Eastern White Cedar |125cm ht |WB/B&B  |See drawing il 1 ;OZ nas ,Zmlo”’f era e Cisies Dogwpad =gl Coniaipek | Tom LG
20 Tl EaIE e il 2gal e bl M1 1 stuﬁth;SSLIJSeaus o North American Red Raspberry |2 gal Container |1m O.C.

Tc 6 Tsuga canadensis Eastern Hemlock 125cm ht |WB/B&B  |See drawing Total

Total 353 Module
SHRUBS Plants 12
20 Amelanchier laevis Senviceberry 2gal Container |See drawing M2 - Diversifier modules
33 Comus stolonifera Red Osier Dogwood  |2gal Container |See drawing M2 2 Celtis occidentalis Common Hackberry 100cm ht [Whip 1.5m O.C.
33 |Crataegus punctata Dotted Hawthorn 2gal Container |See drawing M2 2 Quercus macrocarpa Bur Oak 100cm ht |Whip 1.5m O.C.
20 Physocarpus opulifolius Ninebark 2gal Container |See drawing M2 1 Fraxinus amerticana White Ash 100cm ht [Whip 1.5m O.C.
33 Rhus typhina Staghorn Sumac 2gal Container |See drawing M2 1 Tilia americana Basswood 100cm ht |Whip 1.5m O.C. See D3&4 on
33 Rubus ideaus ssp strigosus Red Raspberry 2gal Container |See drawing M2 2 Populus tremuloides Trembling Aspen 100cm ht |Whip 1.5m O.C. sheet L2 and
20 Rubus occidentlis Black Raspberry 2gal Container |See drawing e ! Physocarpus opulifolius Ainekak ~gal Conialien  [1m GG SR IS
33  |Sambucus canadensis Black Elderberry 2gal Container |See drawing M2 1 o it Black Raspberry 2 gal Container |1m O.C.
66 Thuja occidentalis Eastern White Cedar [2gal Container |See drawing M2 1 Ame/anchier laevis Senviceberry 2 gal Container |1m O.C.
20 Viburnum lentago Nannyberry 2gal Container |See drawing TMt2 I ! MRAHIT (2060 Nannyberry 2 gal Container [1m O.C.
ota
Total 3N Module
Plants 12

NOTE 1:

GENERAL

THESE DRAWINGS ARE TO BE READ IN CONJUNCTION WITH THE WRITTEN SPECIFICATIONS FOR THE PROJECT AND ALL OTHER DRAWINGS AND DETAILS.
ANY AMBIGUITY IN THESE DRAWINGS IS TO BE REPORTED TO THE LANDSCAPE ARCHITECT. CONTRACTOR IS NOT TO PROCEED IN UNCERTAINTY.

CONTRACTOR SHALL VISIT THE SITE TO CONFIRM ALL SITE CONDITIONS PRIOR TO SUBMITTING BIDS. DISCREPANCIES TO BE REPORTED TO THE LANDSCAPE
ARCHITECT FOR CLARIFICATION.

UPON COMPLETION EACH DAY, REMOVE ALL DEBRIS, GARBAGE AND SURPLUS MATERIAL FROM THE SITE. KEEP THE SITE CLEAN AND USABLE AT ALL TIMES.
CONTRACTOR SHALL SUPPLY ALL PLANTS AND MATERIALS IN QUANTITIES SUFFICIENT TO COMPLETE WORK SHOWN ON SHEET L1, L2, L3.

PLANT MATERIALS COLLECTED FROM WILD SOURCES WILL NOT BE ACCEPTED. THE CONTRACT ADMINISTRATOR MAY REQUIRE THAT SUPPLIER'S INVOICES FOR PLANT
MATERIALS BE SUBMITTED FOR INSPECTION.

ANY SUBSTITUTION OF PLANT MATERIAL WILL REQUIRE THE WRITTEN APPROVAL OF LANDSCAPE ARCHITECT.
THE LANDSCAPE ARCHITECT RESERVES THE RIGHT TO REFUSE ACCEPTANCE OF ANY PLANT DISPLAYING POOR GROWTH HABITS, INJURY OR DISEASE. ANY PLANT

MATERIAL THAT IS REJECTED BY THE LANDSCAPE ARCHITECT WILL BE PROMPTLY REMOVED FROM THE SITE AND REPLACED BY THE CONTRACTOR AT NO
ADDITIONAL COST TO THE PROJECT.

NOTE 2: PLANTING

9.

10.

1.

12.

13.

14.

LAYOUT OF PLANT MATERIAL TO BE EXECUTED BY THE CONTRACTOR AND APPROVED BY THE LANDSCAPE ARCHITECT PRIOR TO INSTALLATION.

PLANTING SHALL TAKE PLACE WITHIN 7 DAYS OF COMPLETION OF FINAL GRADING.
(TO BE APPROVED BY LANDSCAPE ARCHITECT) SHALL BE SEEDED.

IF PLANTING CANNOT TAKE PLACE IN THIS PERIOD, A TEMPORARY COVER CROP

ALL PLANTS SHALL BE PLANTED IN ACCORDANCE WITH THE APPROPRIATE PLANTING DETAILS ON THE DRAWINGS AND WRITTEN SPECIFICATIONS.
ALL PLANTS ARE TO BE PLANTED IN APPROVED TOP SOIL FREE FROM WEEDS, SUBSOIL, ROOTS, STONES, LUMPS OF CLAY AND TOXIC MATERIAL.

PLANT SO THAT NURSERY SOIL LINE MATCHES FINISHED GRADE AFTER SETTLING.
GENTLY TAMP TOPSOIL WHEN BACKFILLING TO REMOVE AIR POCKETS.

BUILD A SOIL SAUCER AROUND OUT EDGE OF PLANTING HOLE. SAUCER SHALL BE SOAKED WITH WATER AND COVERED WITH MULCH IMMEDIATELY FOLLOWING

PLANTING.

ALL INDIVIDUAL TREE WHIPS AND SHRUBS ARE TO BE MULCHED USING SHREDDED BARK MULCH AS PER DETAILS AND PLANTING SPECIFICATIONS.
ALL PLANTS TO BE TREATED WITH RODENT REPELLENT AS PER SPECIFICATIONS.

INSTALL PLASTIC PERFORATED SPIRALED STRIP TRUNK PROTECTION ON ALL DECIDUOUS TREES AS PER DETAILS AND SPECIFICATIONS.

REMOVE ALL NURSERY TAGS, METAL OR PLASTIC BINDINGS, AND VINE SUPPORTS.

ALL PLANTINGS SHOULD BE MONITORED AND MAINTAINED FOR A TWO YEAR WARRANTY PERIOD.

FOLLOW—UP REPLACEMENT PLANTINGS WILL BE REQUIRED FOR ALL TREES AND/OR SHRUBS THAT DO NOT SURVIVE.

NOTE &: SEEDING

1.

2.

3.

ALL AREAS OF DISTURBANCE WITHIN THE BUFFER AREA TO BE SEEDED. THESE AREAS, ACCORDING TO THE LIMITS OF GRADING, ARE: 970 m?

AREA FOR PAYMENT SHALL BE SURVEYED ON SITE BY THE CONTRACTOR AND APPROVED BY LANDSCAPE ARCHITECT.

CONTRACTOR SHALL FOLLOW OPPS 804: CONSTRUCTION SPECIFICATION FOR SEED AND COVER (METRIC VERSION) WITH SPECIAL PROVISION FOR SEED MIX PROVIDED
FOR DRY SEED MIX (SHOWN ON TABLE 3). ANY SUBSTITUTION OF SEED MATERIAL WILL REQUIRE THE WRITTEN APPROVAL OF LANDSCAPE ARCHITECT.

ALL HYDROSEEDING TO BE COMPLETED PRIOR TO PROCEEDING WITH THE PLANTING WORKS.SHOULD PLANTS ALREADY BE INSTALLED PRIOR TO SEEDING, AN
ALTERNATIVE SEEDING METHOD TO HYDROSEDING MUST BE USED. CONFIRM ALTERNATE SEEDING METHOD WITH LANDSCAPE ARCHITECT PRIOR TO COMMENCING
SEEDING.

SUrFeER PLANTING
PLAN OVERWVIEW

Project:01—02 HAWKESVILLE RD.
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NOTE 1: GENERAL 1. THESE DRAWINGS ARE TO BE READ IN CONJUNCTION WITH THE WRITTEN SPECIFICATIONS FOR THE PROJECT AND ALL OTHER DRAWINGS AND DETAILS. THESE DRAWINGS ARE TO BE READ IN CONJUNCTION WITH THE WRITTEN SPECIFICATIONS FOR THE PROJECT AND ALL OTHER DRAWINGS AND DETAILS. 2. ANY AMBIGUITY IN THESE DRAWINGS IS TO BE REPORTED TO THE LANDSCAPE ARCHITECT. CONTRACTOR IS NOT TO PROCEED IN UNCERTAINTY. ANY AMBIGUITY IN THESE DRAWINGS IS TO BE REPORTED TO THE LANDSCAPE ARCHITECT. CONTRACTOR IS NOT TO PROCEED IN UNCERTAINTY. 3. CONTRACTOR SHALL VISIT THE SITE TO CONFIRM ALL SITE CONDITIONS PRIOR TO SUBMITTING BIDS. DISCREPANCIES TO BE REPORTED TO THE LANDSCAPE CONTRACTOR SHALL VISIT THE SITE TO CONFIRM ALL SITE CONDITIONS PRIOR TO SUBMITTING BIDS. DISCREPANCIES TO BE REPORTED TO THE LANDSCAPE ARCHITECT FOR CLARIFICATION. 4. UPON COMPLETION EACH DAY, REMOVE ALL DEBRIS, GARBAGE AND SURPLUS MATERIAL FROM THE SITE. KEEP THE SITE CLEAN AND USABLE AT ALL TIMES. UPON COMPLETION EACH DAY, REMOVE ALL DEBRIS, GARBAGE AND SURPLUS MATERIAL FROM THE SITE. KEEP THE SITE CLEAN AND USABLE AT ALL TIMES. 5. CONTRACTOR SHALL SUPPLY ALL PLANTS AND MATERIALS IN QUANTITIES SUFFICIENT TO COMPLETE WORK SHOWN ON SHEET L1, L2, L3. CONTRACTOR SHALL SUPPLY ALL PLANTS AND MATERIALS IN QUANTITIES SUFFICIENT TO COMPLETE WORK SHOWN ON SHEET L1, L2, L3. PPLY ALL PLANTS AND MATERIALS IN QUANTITIES SUFFICIENT TO COMPLETE WORK SHOWN ON SHEET L1, L2, L3. L1, L2, L3. . 6. PLANT MATERIALS COLLECTED FROM WILD SOURCES WILL NOT BE ACCEPTED. THE CONTRACT ADMINISTRATOR MAY REQUIRE THAT SUPPLIER'S INVOICES FOR PLANT PLANT MATERIALS COLLECTED FROM WILD SOURCES WILL NOT BE ACCEPTED. THE CONTRACT ADMINISTRATOR MAY REQUIRE THAT SUPPLIER'S INVOICES FOR PLANT MATERIALS BE SUBMITTED FOR INSPECTION. 7. ANY SUBSTITUTION OF PLANT MATERIAL WILL REQUIRE THE WRITTEN APPROVAL OF LANDSCAPE ARCHITECT. ANY SUBSTITUTION OF PLANT MATERIAL WILL REQUIRE THE WRITTEN APPROVAL OF LANDSCAPE ARCHITECT. 8. THE LANDSCAPE ARCHITECT RESERVES THE RIGHT TO REFUSE ACCEPTANCE OF ANY PLANT DISPLAYING POOR GROWTH HABITS, INJURY OR DISEASE. ANY PLANT THE LANDSCAPE ARCHITECT RESERVES THE RIGHT TO REFUSE ACCEPTANCE OF ANY PLANT DISPLAYING POOR GROWTH HABITS, INJURY OR DISEASE. ANY PLANT MATERIAL THAT IS REJECTED BY THE LANDSCAPE ARCHITECT WILL BE PROMPTLY REMOVED FROM THE SITE AND REPLACED BY THE CONTRACTOR AT NO ADDITIONAL COST TO THE PROJECT. NOTE 2: PLANTING 1. LAYOUT OF PLANT MATERIAL TO BE EXECUTED BY THE CONTRACTOR AND APPROVED BY THE LANDSCAPE ARCHITECT PRIOR TO INSTALLATION. LAYOUT OF PLANT MATERIAL TO BE EXECUTED BY THE CONTRACTOR AND APPROVED BY THE LANDSCAPE ARCHITECT PRIOR TO INSTALLATION. 2. PLANTING SHALL TAKE PLACE WITHIN 7 DAYS OF COMPLETION OF FINAL GRADING.  IF PLANTING CANNOT TAKE PLACE IN THIS PERIOD, A TEMPORARY COVER CROP PLANTING SHALL TAKE PLACE WITHIN 7 DAYS OF COMPLETION OF FINAL GRADING.  IF PLANTING CANNOT TAKE PLACE IN THIS PERIOD, A TEMPORARY COVER CROP .  IF PLANTING CANNOT TAKE PLACE IN THIS PERIOD, A TEMPORARY COVER CROP (TO BE APPROVED BY LANDSCAPE ARCHITECT) SHALL BE SEEDED.  .  3. ALL PLANTS SHALL BE PLANTED IN ACCORDANCE WITH THE APPROPRIATE PLANTING DETAILS ON THE DRAWINGS AND WRITTEN SPECIFICATIONS. ALL PLANTS SHALL BE PLANTED IN ACCORDANCE WITH THE APPROPRIATE PLANTING DETAILS ON THE DRAWINGS AND WRITTEN SPECIFICATIONS. 4. ALL PLANTS ARE TO BE PLANTED IN APPROVED TOP SOIL FREE FROM WEEDS, SUBSOIL, ROOTS, STONES, LUMPS OF CLAY AND TOXIC MATERIAL. ALL PLANTS ARE TO BE PLANTED IN APPROVED TOP SOIL FREE FROM WEEDS, SUBSOIL, ROOTS, STONES, LUMPS OF CLAY AND TOXIC MATERIAL. 5. PLANT SO THAT NURSERY SOIL LINE MATCHES FINISHED GRADE AFTER SETTLING. PLANT SO THAT NURSERY SOIL LINE MATCHES FINISHED GRADE AFTER SETTLING. 7. GENTLY TAMP TOPSOIL WHEN BACKFILLING TO REMOVE AIR POCKETS. GENTLY TAMP TOPSOIL WHEN BACKFILLING TO REMOVE AIR POCKETS. 8. BUILD A SOIL SAUCER AROUND OUT EDGE OF PLANTING HOLE.  SAUCER SHALL BE SOAKED WITH WATER AND COVERED WITH MULCH IMMEDIATELY FOLLOWING BUILD A SOIL SAUCER AROUND OUT EDGE OF PLANTING HOLE.  SAUCER SHALL BE SOAKED WITH WATER AND COVERED WITH MULCH IMMEDIATELY FOLLOWING PLANTING. 9. ALL INDIVIDUAL TREE WHIPS AND SHRUBS ARE TO BE MULCHED USING SHREDDED  BARK MULCH AS PER DETAILS AND PLANTING SPECIFICATIONS. ALL INDIVIDUAL TREE WHIPS AND SHRUBS ARE TO BE MULCHED USING SHREDDED  BARK MULCH AS PER DETAILS AND PLANTING SPECIFICATIONS. IPS AND SHRUBS ARE TO BE MULCHED USING SHREDDED  BARK MULCH AS PER DETAILS AND PLANTING SPECIFICATIONS. 10. ALL PLANTS TO BE TREATED WITH RODENT REPELLENT AS PER SPECIFICATIONS. ALL PLANTS TO BE TREATED WITH RODENT REPELLENT AS PER SPECIFICATIONS. 11. INSTALL PLASTIC PERFORATED SPIRALED STRIP TRUNK PROTECTION ON ALL DECIDUOUS TREES AS PER DETAILS AND SPECIFICATIONS. INSTALL PLASTIC PERFORATED SPIRALED STRIP TRUNK PROTECTION ON ALL DECIDUOUS TREES AS PER DETAILS AND SPECIFICATIONS. 12. REMOVE ALL NURSERY TAGS, METAL OR PLASTIC BINDINGS, AND VINE SUPPORTS. REMOVE ALL NURSERY TAGS, METAL OR PLASTIC BINDINGS, AND VINE SUPPORTS. 13. ALL PLANTINGS SHOULD BE MONITORED AND MAINTAINED FOR A TWO YEAR WARRANTY PERIOD. ALL PLANTINGS SHOULD BE MONITORED AND MAINTAINED FOR A TWO YEAR WARRANTY PERIOD. 14. FOLLOW-UP REPLACEMENT PLANTINGS WILL BE REQUIRED FOR ALL TREES AND/OR SHRUBS THAT DO NOT SURVIVE. FOLLOW-UP REPLACEMENT PLANTINGS WILL BE REQUIRED FOR ALL TREES AND/OR SHRUBS THAT DO NOT SURVIVE. NOTE 3: SEEDING 1. ALL AREAS OF DISTURBANCE WITHIN THE BUFFER AREA TO BE SEEDED.  THESE AREAS, ACCORDING TO THE LIMITS OF GRADING, ARE: 970 m  ALL AREAS OF DISTURBANCE WITHIN THE BUFFER AREA TO BE SEEDED.  THESE AREAS, ACCORDING TO THE LIMITS OF GRADING, ARE: 970 m  970 m  m  22. AREA FOR PAYMENT SHALL BE SURVEYED ON SITE BY THE CONTRACTOR AND APPROVED BY LANDSCAPE ARCHITECT. AREA FOR PAYMENT SHALL BE SURVEYED ON SITE BY THE CONTRACTOR AND APPROVED BY LANDSCAPE ARCHITECT. 3. CONTRACTOR SHALL FOLLOW OPPS 804: CONSTRUCTION SPECIFICATION FOR SEED AND COVER (METRIC VERSION) WITH SPECIAL PROVISION FOR SEED MIX PROVIDED CONTRACTOR SHALL FOLLOW OPPS 804: CONSTRUCTION SPECIFICATION FOR SEED AND COVER (METRIC VERSION) WITH SPECIAL PROVISION FOR SEED MIX PROVIDED FOR DRY SEED MIX (SHOWN ON TABLE 3). ANY SUBSTITUTION OF SEED MATERIAL WILL REQUIRE THE WRITTEN APPROVAL OF LANDSCAPE ARCHITECT. 4. ALL HYDROSEEDING TO BE COMPLETED PRIOR TO PROCEEDING WITH THE PLANTING WORKS.SHOULD PLANTS ALREADY BE INSTALLED PRIOR TO SEEDING, AN ALL HYDROSEEDING TO BE COMPLETED PRIOR TO PROCEEDING WITH THE PLANTING WORKS.SHOULD PLANTS ALREADY BE INSTALLED PRIOR TO SEEDING, AN ALTERNATIVE SEEDING METHOD TO HYDROSEDING MUST BE USED.  CONFIRM ALTERNATE SEEDING METHOD WITH LANDSCAPE ARCHITECT PRIOR TO COMMENCING SEEDING.
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2" x 2" wooden stakes. Stakes
shall be untreated pine or Douglas-Fir.

Secure cross member to vertical
stakes using three inch long wood

.\ O\
=

PRUNING - Remove any
broken, dead, or diseased
branches according to
standard horticultural practices.
Do not cut leader. Best side
v toward street.
Central leader. (See crown —
observations detail).
Top of root ball shall be flush with
A finished grade.
Trunk caliper shall Prior to mulching, lightly tamp soil
meet ANSI Z60 current around the root ball in 6" lifts to
edition for root ball size. brace tree. Do not over compact.
When the planting hole has been
Root ball modified as backfilled, pour water around the
required. root ball to settle the soil.
“ Loosened soil. Dig and turn the
’S& soil to reduce compaction to the
h sh .
Round-topped soil berm \\)\E area and depth shown
100mm high x 200mm wide v 100mm layer of mulch
above root ball surface No more than 25mm of mulch on
shall be constructed around top of root ball. (See
the root ball. Berm shall X e .
begin at root ball periphery. KKK specifications for mulch).
U \,\);,/1)\,\5,’,/1\\%/1) i ™\ A \_’,’./1/\(\;,.” e ey T e i
i sl < e L el = Finished grade.
Existing soil. <G {1+ [| :Ilﬂc.'.t'.‘.-\\s annray=ll=li=I=
Slope sides of loosened :ll ﬂ:_l \ // : || ﬂ:ﬁi
soil. =TS SNEEAN A — >~
Bottom of root ball rests on = il —
existing or recompacted 1= =
soil.
L 3x widest dimension of root ball. J
| SECTION VIEW |
1. TREES SHALL BE OF QUALITY PRESCRIBED IN CROWN OBSERVATIONS AND ROOT
OBSERVATIONS DETAILS AND SPECIFICATIONS.
2. SEE SPECIFICATIONS FOR FURTHER REQUIREMENTS RELATED TO THIS DETAIL.
3. EVERGREEN PLANT STOCK SHALL BE COVERED WHILE IN TRANSIT OR IN
TEMPORARY STORAGE
4. PLANT TREE SO THAT NURSERY SOIL LINE MATCHES FINISHED GRADE AFTER
SETTLING
5. TAMP TOPSOIL WHEN BACKFILLING TO REMOVE AIR POCKETS
6. REMOVE ALL NURSERY TAGS, METAL OR PLASTIC
7. STAKE TREE AS PER DETAIL 3
N.T.S.
E
D) oy
@ Rootball.

mulch on top of
root ball. (See
specifications for

Shrub. WG@ )
B P
4" layer of mulch. ’@
No more than 1" of @

4" high x 8" wide round -
topped soil berm above root
ball surface shall be
constructed around the root
ball. Berm shall begin at root
ball periphery.

Prior to mulching, lightly tamp soil

NOTES

N

SETTLING.

NO O AL

TAMP TOPSOIL WHEN BACKFILLING TO REMOVE AIR POCKETS.
REMOVE ALL WEEDS FROM SURFACE OF ROOTBALL.
REMOVE CIRCLING ROOTS FROM ROOTBALL AS PER DETAIL XX
REMOVE ALL NURSERY TAGS, METAL OR PLASTIC.
CONTRACTOR SHALL FOLLOW DIRECTIONS IN CONTRACT SPECIFICATIONS FOR
PLANTING THAT STIPULATE REQUIRED DEPTH OF TOPSOIL.

1. PLANT STOCK MOVED WHILE IN LEAF SHALL BE COVERED WHILE IN TRANSIT
OR IN TEMPORARY STORAGE.
PLANT SHRUB SO THAT NURSERY SOIL LINE MATCHES FINISHED GRADE AFTER
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SHRUB/WHIP — TYPICAL
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? SCrews.
[\ DAY Width shall vary
depending on root ball
size. ] ]
PLAN VIEW Two untreated pine or douglas fir
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TREE STAKING — STAPLE

N.T.S.
4" layer of mulch.
No more than 1" of
mulch on top of
root ball. (See
specifications for
mulch).
Shrub.
Original slope should
pass through the
point where the trunk
meets substrate/soil.
Rootball.
Round - topped soil berm 4" high and 8"
wide above root ball surface shall be
centered on the downhill side of the root
ball for 240°. Berm shall begin at root
ball periphery.
) Prior to mulching, lightly tamp soil
Slope sides of around the root ball in 6" lifts to brace
loosened soil. shrub. Do not over compact. When the
planting hole has been backfilled, pour
water around the root ball to settle the
Loosened the soil. Dig soil.
and turn the soil to \
reduce the
compaction to the
area and \
depth shown.
Bottom of root ball Existing soil.
rests on existing or
recompacted soil. /
3x's widest dimension of root ball.
SECTION VIEW
Notes:
1. Shrubs shall be of quality as prescribed in the root observations detail and specification.
2. See specifications for further requirements related to this detail. URBAN TREE
FOUNDATION ©
2014
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DO NOT ALTER
EXISTING GRADE

.

EXISTING CONTOURS —
DO NOT ALTER EXISTING

, GRADE
/
==_  STAKES
gy
NOTES
1. USE SALVAGED MATERIALS
1.1. ROCKS: APPROXIMATELY 10 AT >0.5M, SALVAGED DURING SITE PREPARATION (REFER TO SITE PREPARATION PLANS)
1.2. LOGS: APPROXIMATELY 15 AT >20CM DBH, SALVAGED DURING SITE PREPARATION (REFER TO SITE PREPARATION PLANS)
2. MAINTAIN EXISTING GRADES.
3. SEE SHEET L1 FOR APPROXIMATE LOCATIONS. LOCATIONS TO BE FIELD FIT BY LANDSCAPE ARCHITECT ON SITE.
4, DIG ROUGH HOLES FOR ROCK AND LOG PLACEMENT.
5. PLACE SALVAGED MATERIALS IN HOLES AND BACKFILL SOIL AROUND THEM.
6. SECURE LOGS IN PLACE USING STAKES.
7. PLANT AROUND THE SALVAGED MATERIALS AFTER PLACEMENT (SEE SHEET U).

LARGE ROCK — BURY

APPROXIMATELY HALFWAY
OR A THIRD OF THE WAY
INTO THE GROUND

LOG — BURY
APPROXIMATELY
HALFWAY INTO
THE GROUND

MICRO—TERRACING ON SLOPE

N.T.S.

PLAN VIEW OF PLANTING MODULE

12 PLANTS PER MODULE — COMBINATION OF TREES AND SHRUBS

10.0m

2.0m

1. ANY EXISTING NON—NATIVE VEGETATION TO BE REMOVED FROM NODE
PLANTING AREA AND DISPOSED OF OFF SITE.
2. THE ACTUAL PHYSICAL LOCATION OF EACH PLANT WILL DEPEND UPON SITE

CONDITIONS AT TIME OF PLANTING. ACTUAL SITE CONDITIONS MAY REQUIRE

MODIFICATION TO THE PLANT MATERIAL LOCATIONS AS SHOWN. THE
CONTRACTOR SHOULD RESPECT THE PLANT GROUPINGS, SPACING AND
OFFSETS FROM FIXED OBJECTS AND ADHERE TO THE DESIGN INTENT WHEN
LAYING OUT THE PLANT MATERIAL LOCATIONS.

3. ALL PLANTING MODULES SHALL CONSIST OF SHRUBS PLACED 1.0 M O.C.
AND TREES PLACED AT 1.5 M O.C.

4. REFER TO TABLE 1 FOR PLANT MATERIAL DESCRIPTIONS.

5. INSTALL INDIVIDUAL SHRUBS AND TREES ACCORDING TO THE PLANTING
DETAILS ON SHEET D2.

6. IT IS THE CONTRACTOR’S RESPONSIBILITY TO LOCATE ALL UNDERGROUND
UTILITIES PRIOR TO DIGGING.

7. ANY FIELD ADJUSTMENTS OR MATERIAL SUBSTITUTIONS MUST RECEIVE THE
PRIOR APPROVAL OF THE CONTRACT ADMINISTRATOR.

8. MULCH BED TO BE UNIFORM DEPTH OF 200MM.

O QQ
9

I N

ALL TREES AT 1.5M O.C.

DISTRIBUTE TREES AND SHRUBS WITHIN
MODULE IN INFORMAL NATURALISTIC
GROUPINGS.

6 TREES AND 6 SHRUBS IN 20 SQ. M
MODULE.

(SEE TABLE 2 FOR SPECIES CONTENT
AND SHEET D—2 FOR PLANTING

DETAILS)

LIMIT OF MULCH BED

MT & MZ PLANTING MODULE LAYOUT — UPLAND
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