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PROPOSED 12 STOREY
RESIDENTIAL BUILDING
FIRST FLOOR ELEV.= 345.15m
GARAGE FLOOR ELEV.= 341.45m
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LEGEND

KEY PLAN

1.   ALL WORK TO BE CARRIED OUT IN ACCORDANCE WITH BY-LAWS AND CODES HAVING
JURISDICTION OVER SITE LOCATION.

2.  COMPLETE ALL WORK TO THE SATISFACTION OF THE LANDSCAPE ARCHITECT.
3.  REPORT ANY CHANGES, DISCREPANCIES OR SUBSTITUTIONS TO THE LANDSCAPE ARCHITECT

FOR REVIEW. OBTAIN APPROVAL FROM THE
LANDSCAPE ARCHITECT BEFORE PROCEEDING.

4.  IT IS THE CONTRACTOR'S RESPONSIBILITY TO DETERMINE EXISTING SERVICE LOCATIONS.
5.  EXACT LOCATIONS OF PLANT MATERIAL WILL BE DETERMINED BY PLACEMENT OF SITE SERVICES

SUCH AS HYDRO VAULTS, METERS,
UTILITIES ROOF RAIN WATER LEADERS, DRIVEWAYS, LIGHT STANDARDS, ETC.

6.  ALL PLANT MATERIAL LOCATIONS TO BE STAKED OR MARKED OUT AND APPROVED BY
LANDSCAPE ARCHITECT PRIOR TO INSTALLATION.

7.  SUPPLY ALL PLANT MATERIAL IN ACCORDANCE WITH THE CANADIAN STANDARDS FOR NURSERY
STOCK (8th Ed.).

8.  INSTALL PLANT MATERIAL ACCORDING TO DETAILS SHOWN.
9.  DISTURBED SOIL AREAS AROUND TREES AND SHRUBS ARE TO BE COVERED WITH SHREDDED

CONIFER BARK MULCH SUCH AS
'CANADA RED' OR 'GRO-BARK' SPM MULCH, OR APPROVED EQUIVALENT. ALTERNATIVE MULCHES
MUST BE APPROVED BY THE
LANDSCAPE ARCHITECT.

10. CONTRACTOR TO UTILIZE LAYOUT DIMENSIONS WHERE PROVIDED.
11. PROVIDE PLANTING BED AREA AS NOTED ON THE DRAWING OR TO ACCOMMODATE     MATURE

SIZE OF PLANT MATERIAL.
12. ALL SUPPORT SYSTEMS MUST BE REMOVED BY THE CONTRACTOR  AT TIME OF FINAL

ACCEPTANCE. NO EXTRAS WILL BE PAID TO COMPLETE THIS WORK.

13. SUPPLY AND PLACE TOPSOIL IN ACCORDANCE WITH OPSS 570 TO A MINIMUM DEPTH OF
150mm UNLESS OTHERWISE SPECIFIED.

14. SUPPLY AND PLACE SOD  IN ACCORDANCE WITH OPSS 571 UNLESS OTHERWISE SPECIFIED.
15. SUPPLY AND PLACE SEED IN ACCORDANCE WITH OPSS 572 UNLESS OTHERWISE SPECIFIED.

ALL 5:1 OR GREATER SLOPES TO BE SEEDED WITH TACIFIER. CONTRACTOR TO PROVIDE
NECESSARY EROSION CONTROL PROTECTION AS REQUIRED TO ENSURE SOIL STABILIZATION
AND PROPER SEED GERMINATION.

16. ALL DIMENSIONS IN METRES UNLESS OTHERWISE NOTED.
17. IF DISCREPANCIES ARISE BETWEEN PLANT MATERIAL COUNT SHOWN ON DRAWING AND

PLANT LIST, THE DRAWING SHALL BE CONSIDERED CORRECT.
18. CONTRACTOR TO PROVIDE MINIMUM TWO (2) YEAR WARRANTY FROM DATE ACCEPTED ON

ALL WORK UNLESS OTHERWISE SPECIFIED.
19. ANY SITE PLAN OR GRADING AND SERVICING SHOWN IS FOR INFORMATION ONLY. REFER TO

APPROVED DRAWINGS.
20. NOT FOR CONSTRUCTION UNLESS STAMPED, SIGNED AND DATED BY LANDSCAPE

ARCHITECT.
21. DRAWINGS NOT TO BE REPRODUCED WITHOUT WRITTEN CONSENT FROM LANDSCAPE

ARCHITECT.
22. APPROVAL OF LANDSCAPE PLAN TO BE OBTAINED FROM MUNICIPALITY.
23. FOR GRADING AND SERVICING INFORMATION REFER TO THE CONSULTING ENGINEER'S

DRAWINGS.
24. FOR LIGHTING INFORMATION AND POWER DISTRIBUTION REFER TO THE ELECTRICAL

CONSULTANT'S DRAWINGS.

LANDSCAPE NOTES:

TOPSOIL AND SOD AS SPECIFIED
MINIMUM 150mm TOPSOIL DEPTH

ARTIFICIAL TURF

UNIT PAVERS

PROPOSED DECIDUOUS SHADE TREE

PROPOSED DECIDUOUS MULTISTEM TREE
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SITE

GENERAL NOTES
1. Any ambiguity in the drawings, specifications or details are to be reported to

the Landscape Architect for direction. These drawings shall not be used for
construction unless stamped and signed by the Landscape Architect. The
Contractor is not to proceed in uncertainty. The limits of work are to be clearly
understood by the Contractor prior to any work taking place on the site.

2. All dimensions are in meters unless otherwise noted. The drawings may be
scaled for approximate layout. The Contractor is to verify all dimensions on the
drawing(s) and report any discrepancies to the Landscape Architect.

3. The Contractor is to locate and mark all infrastructure and utilities prior to any
excavation work or planting on the site. Do not plant directly above
underground utilities or infrastructure unless approved by the Landscape
Architect. Dig all holes by hand when closer than 1.0m to any underground
power, telephone or gas utility. The Contractor is responsible for the
coordination and maintenance of all utility/infrastructure locates for the
duration of the Contract.

4. The Contractor shall supply all materials in quantities sufficient to complete
work shown on these drawings. The Contractor is not to substitute materials,
products or quantities without prior written consent of the Landscape Architect.

5. The Contractor is to take all necessary precautions to protect all existing site
features unless specified for removal/demolition. This includes all survey bars,
stakes, monuments and sediment barriers. The Contractor is responsible for
any damages incurred during construction and must make all necessary
restorations and repairs to original or better condition.

6. All existing trees, shrubs, and herbaceous plants beyond the limit of work are
to be protected from construction damage. This includes but is not limited to:
not storing construction materials or fuel within the dripline of an existing tree,
not altering existing grades or compacting soil around protected vegetation
and taking care not to disturb or expose the roots of any existing trees. The
Contractor is responsible for all protection or hoarding measures of all existing
trees and vegetation to be preserved within or adjacent to construction work
limits.

7. Contractor is responsible for the removal of all debris, garbage and surplus
materials on site related to their contract or work and must keep the site in a
clean, safe, useable condition at all times or as directed by the Contract
Administrator.

PLANTING NOTES
1. The Contractor must notify the Landscape Architect prior to the

commencement of any planting. The Contractor shall supply all plants and
materials in quantities sufficient to complete the work shown on this drawing.
Any discrepancies between quantities shall be reported to the Landscape
Architect.

2. All landscape works will be warrantied for a period of two years following
inspection and written notice of start of warranty period as determined and
provided by the Landscape Architect. Plant material, which is not in a healthy,
vigorous growing condition at the end of the warranty period, shall be replaced
to the satisfaction of the Landscape Architect / Owner.

3. The Landscape Architect reserves the right to extend Contractor's warranty
responsibilities for an additional year if, at the end of initial warranty period,
leaf development and growth is not sufficient to ensure future survival as
determined by the Landscape Architect.

4. The Contractor is to identify with Landscape Architect/Owner any maintenance
requirements necessary for warranty purposes.

5. Plant materials specified for this project will conform to the Canadian Nursery
Landscape Association (C.N.L.A.) for size, variety and condition as indicated
on the plant schedule shown on these drawings. Any plant materials which do
not conform will be promptly removed from the site and replaced by the
Contractor at no additional cost to the project.

6. The Landscape Architect is to be contacted for inspection and written approval
prior to plant material arriving on site. The Landscape Architect reserved the
right to reject any plant materials that have not been inspected and approved.

7. The Landscape Architect reserves the right to refuse acceptance of any plant
displaying poor growth habits, injury or disease. Any plant material that is
rejected by the Landscape Architect will be promptly removed from the site
and replaced with material of acceptable quality at no additional charge to the
project.

8. Plant materials collected from wild sources will not be accepted without written
approval of the Landscape Architect. The Landscape Architect reserves the
right to require that supplier invoices be submitted for inspection and approval
prior to acceptance.

9. On-site layout of the plant materials to be approved by the Landscape
Architect prior to installation. Minor field adjustments to plant material locations
may be necessary to respond to the locations of existing plants and site
conditions. The Contractor to review with Landscape Architect where
relocations are necessary. The Contractor must receive approval from
Landscape Architect prior to installation.

10. Plants are not to be installed during extreme heat, drought, or other
undesirable conditions. Thoroughly water all plants immediately after
installation. The Contractor shall regularly monitor site conditions and water as
required to ensure healthy growth conditions throughout the duration of the
warranty period.

11. Do not plant directly in centerline of drainage swales or depression areas.
Where proposed planting locations conflict with constructed swales or
low-lying wet areas, contact Landscape Architect for direction.

12. All plants are to be planted in accordance with the planting details shown on
this drawing.  All plants are to be installed vertical and plumb, regardless of
ground slope.

13. Supply and place topsoil in accordance with OPSS 802 to a minimum depth of
150mm in seed/sod areas and 600mm in planting beds unless otherwise
specified. Each source of topsoil, imported or native to be approved by
Landscape Architect prior to use. Submit topsoil analysis/test results to
Landscape Architect prior to order or delivery to site. Testing to be in
accordance with Contract specifications. Prepared topsoil shall be 4 parts
topsoil to one part well-rotted compost.

14. Mulch: to be spread uniformly around the base of trees and shrubs to a
minimum depth of 100 mm. Do not place mulch in direct contact with trunk or
stem(s). Allow a 100 mm mulch free zone at trunk/stems. Shrubs to be in
continuously mulched planting beds unless otherwise specified.

15. Supply and place seed in accordance with OPSS 804 unless otherwise
specified. All 5:1 or greater slopes to be seeded with tackifier.  All slopes
greater than 3:1 shall be matted with an erosion control blanket. Supply and
place sod  in accordance with OPSS 803 unless otherwise specified.

16. The Contractor is to remove dead or damaged branches on trees or shrubs.
All pruning shall be performed in accordance with standard horticultural
practices and appropriate timing for each species.

17. All stakes and associated ties are to be removed after the first full growing
season. Rodent guards are to be removed at the conclusion of the warranty
period. If utilized, Gatorbags are to be removed for winter months.

1
LD1

BALLED & BURLAPPED/WIRE BASKET DECIDUOUS/CONIFEROUSTREE
N.T.S.

3
LD1

CONTAINER GROWN PERENNIAL/GRASS
N.T.S.

2
LD1

BALLED AND BURLAPPED/POTTED SHRUB
N.T.S.

Varies, see
plan/ plant list

UNDISTURBED SOIL

EXCAVATE TO 600mm DEPTH AND
FILL WITH PREPARED TOPSOIL
COMPACT TOPSOIL TO ELIMINATE
AIR POCKETS AND SETTLEMENT

REMOVE PERENNIAL FROM POT
OR CONTAINER
SCARIFY ROOTBALL SIDES

PROVIDE CLEAN AND CONTINUOUS
SPADE CUT ALONG ALL BED EDGES

100mm SHREDDED CEDAR BACK
MULCH FOR ALL PERENNIALS EXCEPT
GROUNDCOVERS UNLESS  SPECIFIED
OTHERWISE

PLANT PERENNIAL SLIGHTLY HIGHER
(50mm) OR AT SAME LEVEL AS
EXISTING GRADE

PROVIDE CLEAN AND CONTINUOUS
SPADE CUT ALONG ALL BED EDGES

PRUNE ONLY INJURED OR
INFECTED BRANCHES
REMOVE ALL NURSERY TAGS

100mm MINIMUM DEPTH
SHREDDED CEDAR BARK MULCH,
100mm AWAY FROM STEM(S)

EXCAVATE TO 600mm DEPTH AND
BACK-FILL WITH PREPARED TOPSOIL
AND COMPACT TO ELIMINATE  AIR
POCKETS AND SETTLEMENT

REMOVE PLANTS FROM ALL
CONTAINERS  TOP 1/3 OF BURLAP
&/OR ROPE TO BE CUT & REMOVED
FROM TOP OF ROOT BALL

SCARIFY PIT BOTTOM TO 150mm DEPTH

UNDISTURBED SOIL

Varies, see plan/ plant list 200 min.

IN POORLY DRAINED SOILS PLANT
SHRUB SLIGHTLY HIGHER (50mm)
THAN ADJACENT GRADE

PLACE TREE ON UNDISTURBED SUBGRADE OR
BUILD UP WITH COMPACTED SOIL TO RAISE TREE
TO PROPER PLANTING GRADE AND AVOID
SETTLEMENT

UNDISTURBED SUBSOIL

CUT AND REMOVE ALL WIRE, BURLAP, ROPE
AND TWINE FROM TOP 13 OF ROOT BALL

SET TREE 50mm HIGHER THAN SURROUNDING
GRADE TO ALLOW FOR SETTLEMENT

WHERE PRUNING IS REQUIRED, RETAIN
NATURAL FORM OF TREE
DO NOT PRUNE LEADER BRANCH

PLANTING SOIL TO BE 4 PARTS TOPSOIL, 1 PART
WELL ROTTED COMPOST
BACKFILL IN 150mm LIFTS AND MIX IN LAYERS TO
PREVENT AIR POCKETS

VA
R

IE
S

FINISHED GRADE
100mm HIGH RAISED SAUCER

EXISTING TOP SOIL

RODENT GUARD/TREE WRAP

15
00

50mm x 50mm x 2.4 m HARDWOOD STAKES OR
APPROVED OTHER MATERIAL SET APPROX. 1.2 m
ABOVE FINISHED GRADE, POSITION STAKES AND
TIES TO PREVENT TREE DAMAGE AND ALIGN
WITH PREVAILING WINDS

FLAT WOVEN POLYPROPYLENE MATERIAL 19mm
WIDE, 900lb. BREAK STRENGTH
FASTEN IN FIGURE 8 CONFIGURATION AND
FASTENED TO STAKES IN A MANNER WHICH
PERMITS TREE MOVEMENT AND SUPPORTS THE
TREE

 ±1000

30
0 T

YP
.

45
°

MIN. 2 X DIAMETER OF ROOT BALL

30
0

FOLD ENDS OF
ARBORTIE BACK
AND SECURE TO
TAKE WITH 1"
GALVANIZED
ROOFING NAIL
OR KNOT

ARBORTIE FIGURE
EIGHT ARRANGEMENT

ARBORTIE NAILED
TO WOOD STAKE

100mm COMPACTED MULCH ABOVE FINISHED
GRADE, 100mm AWAY FROM TRUNK

CONIFERIOUS TREE STAKING SCHEDULE:
<  2500mm HT. - ONE STAKE
>  2500mm HT. - TWO STAKES

4
LD1

ROUND CENTER TABLE
N.T.S.

5
LD1

TALL PLANTER
N.T.S.

6
LD1

SMALL PLANTERS
N.T.S.

A

A
SECTION A-A60

30 3/4

15

55 1/2

10 1/2

1 1/8 TYP1 1/8 TYP n2 DRAIN HOLE (2X)

30

1 TYP

27

PLANTER BODY - ALUMINUM
( SLATE BLACK COLOUR)

GALVANIZED STEEL LINER

LEVELERS (4X)

NOTES:

1. ALL DIMENSIONS ARE IN
INCHES, UNLESS SPECIFIED

2. CONTRACTOR TO PROVIDE
SHOP DRAWINGS FOR
APPROVAL BY CONTRACT
ADMINISTRATOR PRIOR TO
INSTALLATION.

URBAN ALUMINUM PLANTER W/ALUM. LINER, 15" X 60" X 30" HIGH

7
LD1

SQUARE SIDETABLE
N.T.S.

8
LD1

OUTDOOR SECTIONAL
N.T.S.

SCALE (A)
1:16

DATE:
2015-08-05

PART NO:
MTB970-B1-E

TITLE:
LEXICON, PLANTER, RECTANGLE
18"L x 54"W x 18"H

TITLE:
BENCH, 310, METAL

THE INFORMATION CONTAINED IN THIS DRAWING
IS THE SOLE PROPERTY OF MAGLIN SITE FURNITURE
INC.  ANY REPRODUCTION IN PART OR AS A
WHOLE WITHOUT THE WRITTEN PERMISSION OF
MAGLIN SITE FURNITURE INC.  IS PROHIBITED.

M01MAGLIN SITE FURNITURE INC.
WWW.MAGLIN.COM
TEL.: 800-716-5506
FAX: 877-260-9393

3 1/2 [86]

1 1/4 [29]

1 1/4 [29]
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SITE

TAMPER PROOF NUT/BOLT
CONNECTION. MAX 180mm LENGTH

10mm INVERTED ANCHOR BOLT
FIXED IN EPOXY RESIN

15

NOTE:
CONNECTION TYPICAL
FOR ALL SURFACE
MOUNTED SITE
FEATURES

UNIT PAVERS. REFER TO LANDSCAPE PLAN
BACKGROUND FILL ON TEXT SHOULD EXTEND
FURTHER ON TOPS AND BOTTOMS OF TEXT SO
HATCH DOESN'T RUN INTO IT /OVERLAP

8
LD2

FURNITURE SURFACE MOUNT  (TYP.) 
N.T.S

MIN 150mm. ENBEDMENT DEPTH

1
LD2

CONCRETE PEDESTRIAN PATHWAY 
N.T.S.

200mm MIN. DEPTH GRANULAR 'O' BASE
COMPACTED TO 90-95% S.P.M.D.D.

UNDISTURBED SOIL OR COMPACTED
SUBGRADE TO 98% S.P.M.D.D. TYP.

FILTER FABRIC; TERRAFIX 270R OR APPROVED
EQUIVALENT

20
0

12

5

3

130mm CAST IN PLACE CONCRETE PAVING; 32
MPa  @ 28 DAYS WITH 5 - 7%  AIR
ENTRAINMENT, PROVIDE LIGHT BROOM
FINISH; NO ADDITIONAL COLOR REQUIRED.

EXPANSION JOINT @ 6m O.C. (TYP.) OR
WHERE SIDEWALK ABUTS OTHER RIGID
STRUCTURE (I.E. WALL)

CONTROL JOINT/SAW CUT @ 1500mm (TYP.)
OR AS NOTED, 38mm DEPTH

BITUMINOUS FIBRE

HOT PARAPLASTIC SEALING COMPOUND
CONFORMING TO MTC FORM 1306

5
LD2

SQUARE COFEE TABLE
N.T.S.

EQ.700

BIKE RACK SPECIFICATIONS:

SUPPLIER: MAGLIN
TELEPHONE: 800-716-5506
WEBSITE: www.maglin.com
EMAIL: sales@maglin.com
MATERIALS: H.S. STEEL
FINISH: POWDERCOAT
INSTALLATION TYPE: SURFACE MOUNT
MODEL: MBR-0500-00003
COLOUR: BLACK (GLOSS)

SIDE VIEW ISOMETRIC VIEW

TOP VIEW

MULTIPLE BIKE RACK TYPICAL LAYOUT
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CONCRETE
PAVING/SIDEWALK
PER ENGINEERING
PLAN

ELEVATION

88
9

489
41

Ø114

562

NOTES:
1. ALL DIMENSIONS ARE IN mm UNLESS OTHERWISE NOTED.
2. INSTALL PER MANUFACTURER'S INSTALLATION SPECIFICATIONS

BIKE RACKS TO BE SURFACE
MOUNTED TO CONCRETE PAD PER
MANUFACTURER'S INSTRUCTIONS

4
LD2

BIKE RACK (MAGLIN- MBR-0500-00003)
N.T.S.

STAINLESS STEEL,
TAMPER PROOF
ANCHOR BOLTS AS
PER
MANUFACTURER'S
SPECIFICATIONS

BIKE PARK AREA
600 MIN. O.C

700

W
A

LL

700

9
LD2

HAUSER LOUNGE CHAIR 
N.T.S.

10
LD2

HAUSER ROUND SIDE  TABLE
N.T.S.

11
LD2

HAUSER CHASE LOUNGE
N.T.S.

12
LD2

HAUSER WASTE RECEPTACLE
N.T.S.

2
LD2

GREEN ROOF DETAIL
N.T.S.

MICROFAB OR APPROVED EQUAL

SOPRAFLOR X GROWING MEDIUM OR
APPROVED EQUAL

MIXED SEDUM VARIETIES,
SEE DETAIL 8 ON SHEET LD2

DRAINAGE BOARD - SOPRADARIN
ECO-5 OR APPROVED EQUIVALENT

PROTECTION BOARD,
WATERPROOFING AND

STYROFOAM HIGHLOAD RIGID
INSULATION AS SPECIFIED,
REFER TO ARCHITECTURAL

DRAWINGS

METAL EDGING DESIGNED TO BEND
INTO CURVES AS PER GREEN ROOF

DESIGN (150mmX140mm - 6"X5.5") TYP.
INSTALL AS PER MANUFACTURER'S

SPECIFICATIONS

STRUCTURAL SLAB
REFER TO
ARCHITECTURAL
DRAWINGS

CONCRETE CURB OR
PARAPET WITH
RAILING, REFER TO
ARCHITECTURAL
DRAWINGS

150mm MIN. DEPTH
PEA GRAVEL

NOTES:
1. ALL DIMENSIONS ARE IN mm UNLESS OTHERWISE

NOTED.
2. TO BE INSTALLED AS PER MANUFACTURER'S

SPECIFICATIONS

3
LD2

ARTIFICIAL TURF
N.T.S.

75
15

0

NOTES:

1. ALL DIMENSIONS ARE IN mm,
UNLESS SPECIFIED

2. CONTRACTOR TO PROVIDE
SHOP DRAWINGS FOR
APPROVAL BY CONTRACT
ADMINISTRATOR PRIOR TO
INSTALLATION.

6
LD2

PICNIC TABLE AND BENCHES
N.T.S.

7
LD2

UNIT PAVERS ON STRUCTURAL SLAB
N.T.S.

NOTES:
1. UNIT PAVING IS NOT TO BE CUT
TO LESS THAN 33% OF ORIGINAL
SIZE; TYP.

80

20
 M

AX
.

BEDDING SAND

GRANULAR 'A' COMPACTED AT 98% SPMDD

FILTER FABRIC
DRAINAGE AND INDICATION LAYER
WATERPROOFING DRAINAGE LAYER
AND PROTECTION BOARD, REFER TO
STRUCTURAL DRAWINGS

FILTER FABRIC

REFER TO
STRUCTURAL
DRAWINGS

PRECAST CONCRETE UNIT
PAVING WITH JOINTING SAND
AS SPECIFIED

15
0

RIGID INSULATION

KEY PLAN
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249-253 SUNVIEW STEET

LESTER SUNVIEW
DEVELOPMENT INC.

11 PAULTIEL DRIVE., TORONTO,
ONTARIO M2M 3P4

CITY OF WATERLOO

Arcadis Professional Services (Canada) Inc.

PRIME CONSULTANT

410 Albert Street - Suite 101
Waterloo ON  N2L 3V3  Canada
tel 519 585 2255
www.arcadis.com
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