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FIXTURE SCHEDULE

N

Calcu

lation Summary

Label CalcType Units Avg Max Min Max/Avg Avg/Min # Points
COVER PARKING A llluminance Fc 3.78 53 2.0 2.65 1.89 -
TYPE | MANUFACTURE MODEL CATALOGUE NUMBER N Atpe | * | LAMPCOLOR |  VOLTAGE | MOUNTING | MOUNTING REMARKS ALTERNATE
MANUFACTURE COVER PARKING B llluminance Fc 3.61 5.4 22 2.45 164 -
W1 SIGNIFY GARDCO 101L-32L-700-WW-G1-4 70W LED 3000K 120V WALL TBD ARCHITECT TO CONFIRM FINISH. N/A GROUND PLANAR Illuminance Fc 212 19.9 0.0 N/A N/A -
W4 PERFORMANCE Q-WALL MINI PIL-Q-WALL-MINI-840-079835 30W LED 3000K 120V WALL TBD ARCHITECT TO CONFIRM FINISH. N/A OPEN PARKING TOP llluminance Fc 4.59 32.7 0.0 N/A N/A -
W4A SIGNIFY GARDCO 111L 111L-16L-350-NW-G2-3 18W LED 3000K 120V WALL TBD ARCHITECT TO CONFIRM FINISH. N/A PROPERTY LINE llluminance Fc 0.01 0.3 0.0 N/A N/A -
W5 SIGNIFY GARDCO 111L 111L-16L-750-NW-G2-4 40W LED 3000K 120V WALL TBD ARCHITECT TO CONFIRM FINISH. N/A
B2 PERFORMANCE MIMIK BOLLARD PIL-MIMIK-10-BOLLARD-1000-730 11W LED 3000K 120V BOLLARD - ARCHITECT TO CONFIRM FINISH. N/A
L1 SIGNIFY GARDCO SVPG-140L-800-WW-G2-5 70W LED 3000K 120V SURFACE TBD ARCHITECT TO CONFIRM FINISH. N/A
L2 LITELINE LUNA 56 PRO RA56-17F-90BKBK 17W LED 3000K 120V RECESSED - ARCHITECT TO CONFIRM FINISH. N/A
L3 SIGNIFY GARDCO SVPG-226L-1675-WW-G2-5 70W LED 3000K 120V SURFACE TBD ARCHITECT TO CONFIRM FINISH. N/A
P2 SIGNIFY GARDCO ECF-S-32L-1A-WW-G2-RCL 159W LED 3000K 120V POLE 15' AFG ARCHITECT TO CONFIRM FINISH. N/A
4 N
DISCLAIMER: mu- Site & Area @
.. 4 || m D O 0
EEE
1. CONDUIT TYPES AS NOTED ON DRAWING - the I I n e SR Type 6 GARDCO
2. DEVICE MOUNTING HEIGHTS TO BOTTOM OF DEVICES UNLESS OTHERWISE EcoForm
NOTED ON PLANS. CONFIRM ALL MOUNTING HEIGHTS WITH ARCHITECTURAL . . .
PLANS PRIOR TO INSTALLATION. NOTIFY CONSULTANT OF ANY DISCREPANCIES. LU Nl A 56 PRO Location by ©1gn1fy
56" Fixed, 1100-2500 Lumens, 17-33 Watts, Color | auantity e
GENERAL CONDITIONS: Selectable . . . .
R dD liahti Contact/Phone Gardco EcoForm Gen-2 combines economy with performance in an LED area ¢
THE CANADIAN STANDARD FORM OF CONSTRUCTION CONTRACT AND GENERAL ecessea bowniigntng - luminaire. Capable of delivering up to 27,800 lumens or more in a compact, low
CONDITIONS GOVERNING THE SAME CCDC ARTICLES 1 TO 45 INCLUSIVE ARE Otes profile LED luminaire, EcoForm offers a new level of customer value. EcoForm .
HEREBY MADE A PART OF THIS SPECIFICATION. features an innovative retrofit arm kit, simplifying site conversions to LED by
ALL WORK SHALL BE IN FULL ACCORDANGE WITH THE REQUIREMENTS OF THE eliminating the need to drill additional holes in most existing poles. Integral
ONTARIO ELECTRICAL CODE, LOCAL POWER COMMISSION AND THE LOCAL Features .oontrotl.systemf avallapcjle for futrtherfhnergyhsavtlrjcis. ll.rfwclu?tes Servljce Iag, our
INSPECTION DEPARTMENT REQUIREMENTS. Body {0 attached to any celing material SPECIFIGATION innovative way to provide assistance throughout the life of the product.
Durab!e airtight aluminur_ﬂ body yvith Compatible with 5" and 6" nominal hole _ _
ELECTRICAL CONTRACTOR SHALL INCLUDE FOR GENERAL ESA FEES. heat sink {o provide maximum airlow for - out sizes. A e 7
ELECTRICAL CONSULTANT WILL BE RESPONSIBLE FOR ANY ASSOCIATED FEES gnt source. ; Approved Location| 0 Hoor : :
LED Driver Ordering guide example: ECF-S-64L-900-NW-G2-AR-5-120-HIS-MGY
FOR THE ESA PLAN REVIEW. LED Characteristics Extruded aluminum hardwire box Beam Angle 40° : _
This general application light fixture available with 370mA, 480mA and CCIT (Cogff\ %gg E;gggg ﬁ/ 3500K/ < j Number of LEDs Drive Current LED Color - Generation
/ \ available in 17, 20 and 33 watt LED 750mA dimmable class Il electronic selectable]
THIS CONTRACTOR SHALL MAINTAIN ADEQUATE LIABILITY INSURANCE. module that maintains uniform intensity LED driver with 100-135V AC input. Certification CETLus > -
(TE) ALL WORKMANSHIP SHALL BE EXECUTED TO A STANDARD DETERMINED BY D a1 90, Onture colo e o o eyt Goto (T [oK TG
£ G5 ) a typical CRI of 90. On-fixture color DC 2.1 connector between driver and olor (Trim ~ ~ . "
GOOD PRACTICE. THE ELECTRICAL CONTRACTOR SHALL GUARANTEE THE selectable switch allows switching fixture approved for use in plenums Color (Reflector) [P/ G0 /RG/SP7SS FOES mmoamd T Gmodues 230 caoma | or 3000K T00RI |+ (otandaray |02, AR AutoFrontRow 208 208V
INSTALLATION FOR ONE YEAR between 2700 K, 3000 K, 3500 K , and suspended ceilings. Optional / WH area, small 700 700mA Generation 2 pe o AFR-90 AutoFrontRow, |240 240V
) 4000 K and 5000 K color temperatures.  commercial driver 120-347V available. 8R| . 30 1A 1050mA|NW-G2  Neutral White |The following :':;)o EZEZEZS Ir?;:fgm" Rotated left 90° |277 277V
imming es 4000K, 70CRI ting kit a -
THE ELECTRICAL CONTRACTOR SHALL SUBMIT SIX (6) SETS OF SHOP DRAWINGS Dimming Quick Connect push-in Dimming Tech Forward/reverse-phase 1.2A  1200mA Genoration s 23::[)‘290”;;% Type s AFR-270 SgigtFerdo:i:;ﬁ?g%m i;z, igz)\\//
TO THE ENGINEER. MATERIALS SHALL NOT BE ORDERED UNTIL REVIEW HAS 100%-10% dimming capability. This terminals ) _ TRIAG/ELV Description 26L  28LeDs _ |200 900ma |CW-G2 CoolWhite |separately(See |3 Type 3 BLC  Back Light Control [UNV  120-277V
BEEN COMPLETED. APPROVAL IS FOR GENERAL DESIGN AND ARRANGEMENT fixturs is compatible with industry Three *Quick connect” push-in terminals  Eneray Star __Yes™ - __ L o (3modules) [1A  1050mA S000K. 7OCRI |accessories) 3-90  Rotated eft 90° BLG-90 Back Light Control (50/60Hz)
standard forward-phase / reverse-phase  for fast and easy wiring. Hole Cut 0 5;"~6Vs" (140~155mm)| | The RAS6 is a fixed recessed light fixture 1.2A%  1200mA eneration ) - 3-270  Rotated right 270° rotated at 90° HVU  347-480V
ONLY. and TRIAC/ELV dimmers. 0-10V Input 100-135V AC, 60Hz for new construction and retrofit in 5" or ’ SF ;"Opuf\'ttter BLC-270 Back Light Control (50/60Hz)
dimming capability available with Minimum Starting Temperature Lumens Up to 2500 6" application. It is a high-performance, 64l 64LEDs 1900 900mA (Fits to 25" Type 4 rotated at 270°
THE OWNERS RESERVE THE RIGHT TO ALTER THE LOCATION OF ANY ITEM UP commercial driver (contact factory for list ~ -40°C (-40°F) Lumens per Watt |Up to 83 easy to install downlight solution (4 modules) | 1A% 1050mA 0.D. tenon) Type 4 LCL®  LEED Corner
TO TEN (10) FEET (3M) WITHOUT INCURRING AN EXTRA COST, PROVIDED HE of compatible dimmers). Power Factor___10.9 that offers good light output, WS Wallmount [4-90  Rotatedleft 90° Optic Left
’ Environment Projected Life {70% @ 50,000 hrs energy-efficiency and streamlined with surface |4-270  Rotatedright 270° pi i | Eep corner
DOES SO BEFORE THE ITEM IS INSTALLED. Beam Spread « Suitable for wet locations. Warranty Lifetime design. Suitable for wet locations. conduit | e Optic Right
The fixture lens provides 40° beam * Suitable for indoor/outdoor Wattage 17W /20W / 33W rear entry ypes
LG8 ) ALL MATERIAL AND EQUIPMENT USED ON THIS PROJECT SHALL BE C.S.A. spread. applications. * Energy star and JA8 only available for 17/33W permitted 5 Type 5
APPROVED e Approved for direct contact with with standard 120V driver. RAM? Retrofit arm 5w Type 5W
. Mounting insulation. mount kit

THE CUTTING AND PATCHING FOR ELECTRICAL WORK SHALL BE DONE BY THE
GENERAL CONTRACTOR AT THE ELECTRICAL CONTRACTOR'S EXPENSE.

THE ELECTRICAL CONTRACTOR SHALL VISIT THE SITE TO FAMILIARIZE HIMSELF
WITH THE EXISTING CONDITIONS BEFORE SUBMITTING HIS TENDER PRICE.

Includes two spring loaded clips

o Airtight

LUMEN OUTPUT

CCT | 17W | 20W | 33W

2700 K 1,100 1,370 2,230

3000K 1,150 1,435 2,330
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Options

Dimming controls
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Motion sensing lens

Electrical

Luminaire
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3500 Ié 1,300 1,510 2,420 intertek  EIERA DD*® 0-10V External dimming IMRI3® Integral with |PCB®? Photocontrol |Fusing Square Pole Adapter | Textured
y \ 4000 1,175 1,510 2,500 (for controls by others) #3 lens Button 9 i included in standard
ALL DIMENSIONS SHALL BE TAKEN FROM THE ARCHITECTURAL DRAWINGS. 5000 K 1120 1420 2.440 AR Ic ST LoeATon DOC*%  Dusl Orouit Control IMRI7® Intoqral with |TLRDS®  Tuist Lock ::12g [S)L:‘?LT;ZEBNZZ(??;:&C] L)r\rc;:uzt in standar :;;‘ w:i‘;
TIGHT ENDROITS FAWS*518  Field Adjustable Wattage Selector #7 lens Receptacle o ' TB2 Terminal Block |BZ Bronze
THE ELECTRICAL CONTRACTOR SHALL SUPPLY ALL LABOUR AND MATERIALS TO RATED Q—MOU‘LLES LLC4$7%%  Integral wireless module Rorer o e |PoleMountfusing  |ReA® Round Fols  |DGY  DarkGray
PROVIDE ELECTRIC SERVICE COMPLETE WITH BRANCH CIRCUITS ALL AS SHOWN . BLW®  Bi-level functionality inats , Single (120, 277. ) Adapter MGY  Medium Gray
ON PLANS SRDR#5821 SR driver connected to Zhaga socket T P FP2° Double (208, 240, 480VAC) (fits to 3™~ 3.9" | | "
. . P o romrr o FP3° Canadian Double Pull 0.D. pol ustomer specifie
ST e W DynaDimmer: Automatic Profile Dimming TLRPGHE™ ;‘gf:pl_tc;ire w/ (208, 240, 480VAC) HIs® Interi:lel-:ouse RAL Splecify oRpAfli_onal
\ ) 4.8 % Dimmi i i i color or
(G13) PROVIDE LABELING OF ALL ELECTRICAL DEVICES AND EQUIPMENT. cssort faifjataynssoo/efé:nmm'inngg Thours Photocell | Srge rotecton (10KA standar Side Shield color or FAL
. . imming. cC  Cust |
ELECTRICAL CONTRACTOR SHALL NOTIFY ELECTRICAL CONSULTANT OF ANY Ordering Guide GS30'¢  Safety 30% Dimming,  hours (Must supply color
DISCREPANCIES RELATED TO THE ELECTRICAL DRAWINGS DURING THE TIME OF R . - CM30%®  Median 30% Dimming, & hours chip for required
TENDER. Wattage Driver Options Trim Color Reflector Finish factory quote)
L J RA56 - I ’ F - ‘ I - 90 I ‘ ‘ 1. BL-IMRI3/7 equipped with out-boarded sensor housing when 10. TLRDS5, TLRD7 and TLRPC receptacle pins 4 & 5 are capped off ~ 16. Not available with DD, DCC, FAWS and LLC dimming
voltage is HVU (347-480V) when ordered with any of the Dimming controls DD or control options.
| I | | 2. Mounts to a 4" round pole with adapter included for FAWS or LLC. 17. When ordering SRDR, controller (by others) to be used on
17:17W Blank : Standard 120V driver BK: Black § BK: B‘a?k square poles. 11. Not available in 480V. Order photocell separately with TLRD5/7. socket must be SR compatible (See specifications for more
1 —\ 20:20W E: Hi-lume 1% ECOSyStem"W/SOﬁ'On‘ Fade-to-Black BN: Bm_Shed Nickel ~ WH : White 3. Limited to a maximum of 45 degrees aiming above horizontal. 12. Not available with DCC. details). Consult factory for lead time. All 7 pins in NEMA
E L E CT RI CA L L E G E N D QJCKSHIP 33:33wW EM;;{;HZ?;\?% ?Sflmp' 120-277V, 0-10V WH: White ﬁz gsi Gold 4. Not available with other dimming control options. 13. Not available with SF and WS. RPAs provided with black receptacle are connected to SR driver. SRDR not available with
ren e : 5. Not available with motion sensor. finish standard. TLRD5 or TLRPC.
D : Dali SP: Specular 6. Not available with photocontrol. 14. HIS not available with Type 5, 5W, BLC, BLC-90, BLC-270, LCL  18. 0-10V dimming driver standard.
SYMBOL DESCRIPTION MTD. HEIGHT Highlighted L1 2 Hi-lume 1% §S: Semi-specular 7. Must specify a motion sensor lens. or RCL optics. 19. LCL and RCL not available with 48L-1.2A or 64L-1A.
option denotes 8. Not available in 347 or 480V 15. Not available with DD, DCC, and FAWS dimming
@_ED POLE MOUNTED FIXTURE AS NOTED QuickShip. 9. Must specify input voltage. control options.
Notes:
QuickShip option is available on orders of 100 pieces or less. QuickShip lead time may vary for orders greater than 100 pieces. No additional shipment rates apply. Subject to availability.
¢ PENDANT FIXTURE / RECESSED DOWNLIGHT AS NOTED For additional options please consult your Liteline representative. Due to our continued efforts to improve our products, product specifications are subject to change without notice.
Liteline Corporation Telephone Fax
"D "Q WALL MOUNTED FIXTURE AS NOTED Copyright © 2021 416.996.1856 905.709.5255 LITELINE.COM AN AN
All rights reserved. 1.866.730.7704 1.888.738.9736 DLG ﬁ_\ﬁ CUS
@ BOLLARD FIXTURE N/A REV 9.15.21 ECF-S_EcoForm_area_small 08/21 page 10of 9 (i1 g
O NOTE TAG N/A
m FIXTURE L2 SPECIFICATION SHEET
CONDUIT LEGEND + CONVERSION @ NTS m FIXTURE P2 SPECIFICATION SHEET
\Es.2/ NT.8
SYMBOL METRIC IMPERIAL
— « — 16mm — + —— 16mm — 16mm n
— ¢ —2imm — + — 21mm — 21mm 3
— " = 27mm —  — 27mm — 27mm 1"
] 2 |ISSUED FOR SPA 11/03/21
— » —35mm ——  —— 35mm — 35mm 14"
" 1 |ISSUED FOR REVIEW 11/01/21
— » —40mm — » —— 40mm — 40mm 1
e — pr— ” (_# |PESCRIPTION MM/DD/YY
—  — 75mm —— » —— 75mm — 75mm 3"
4 )
+ —— 100mm 100mm 4"
CONDUIT + TRAY TYPES 143 COLUMBIA STREET
UG o 75mm — « —— 75mm — | UNDERGROUND CONDUIT (SIZE AS PER PLAN) WEST D EVE LO P M E NT
oM s5mm —  —— 75mm — | OVERHEAD CONDUIT (SIZE AS PER PLAN)
) CONDUIT STUB DOWN 143 COLUMBIA ST
O CONDUIT STUB UP WATERLOO ON
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Wall Mount
GARDCO Wall Hount
PRODUCT CODE 079828 GARDCO
LED Wall Sconce
PROJECT
: 3 LED Mini sconce
by ®ignify TvPE b fanif
0 LIGHTING Y ®ignify = £ AR .
- s Specializing in Building Services
WA L |- M | N | Philips Gardco 111 LED mini sconce luminaires are compact in size, perfect for ' k j
Gardco 101 LED wall sconces feature a low-profile design that provides wide Project - L low mounting height wall mount applications. 111 LED luminaires are designed Location / \
flexibility in high performance exterior wall illumination. Full cutoff performance, Location to integrate naturally to wall surfaces. 111 LED luminaires are available with
usable illumination patterns, and powerful wattages combine into a compact e three (3) different distribution patterns, providing full cutoff performance :
and architecturally pleasing design. 101L sconces are available in Type 2, 3, (in the normal downlight position) and featuring LED arrays. Luminaires :
and 4 distributions, and provide output of up to 9500 lumens. Energy saving ype i /13 -}Tl A provide performance excellence and advanced Philips Gardco LED thermal Lamps Qty
control options increase energy savings and offer California Title 24 compliance. Lamps aty IP65 oy - +| [ us management technology. High performance Class 1LED systems offer potential Notes
Emergency Battery Backup option available for path of egress. Notes PRONTO| | WET 0-10Vv LISTED energy savings of 50 % or more compared to HID systems. 111 LED luminaires K J
are also available with 0-10V Dimming.
Part number 079828 -
Lampholder: LED NORTH: \ /CONSULTANT STAMP: \
Wattage: 30w
Finish: AN-96 / Iron gray / Textured Ordering guide example: T11L-16L-350-CW-G2-2-UNV-DD-BK
Degree of protection: IP65
Ordering guide example: 101L-32L-700-NW-G1-3-120-IMRI2-BZ CRI: 80 [Prefix No.of LEDs  Drive Current = Color/Generation Distribution Voltage Controls Electrical/Luminaire  Finish
M [ - E = . O
Options Optic: Extra wide circle reflector
LED c°"f"' L ) . Optic Beam: 85°A° mL 16L 16 LED [350 350mA [CW-G2 Cool White 2 Typell UNV 120-277V PCB Photocontrol F1 Single fusing Textured
Drive Current  Generation  Distribution Emergency ~ Voltage Controls Electrical Co Trapezoidal module 5700K, 70 CRI | Wide Throw Optic, 50hz/60hz Button? (120,277vAC)  |—o—
Luminaire lumen output: 2897 Im 550 550mA . ) :
Wedge LED! generation 2 with maximized . . BK Black
L: L70 750 750mA lateral throw 120 120V DD 0-10V Dimming F2 Double fusing
: NW-G2 Neutral White 208 208V (208, 240VAC)' WH White
101L 16L 530 530mA |CW-G1 2 Type2 |EBPC UNV 120-277V | DD 0-10V Dimming Driver >® Fusing Textured B: B10 4000K,70 CRI |3 Typelll F3 Canadiandouble |BZ Bronze
w‘”{_[LED 1? LEgsl 650 650mA! nglo\f(lhlte 3 Type3 Emefgency HVU 347-480V. DCC Dual Circuit Control 478 F1 Single (120, 277, 347VAC)? |BK Black Lifetime: 55000 h generation 2 wlec:er_lt:d oot 240 240V pull fusing DY Dark G
a (1module) 5 ) attery DynaDimmer: Automatic Profile Dimming | F2 Double (208, 240, WH White cULus: v WW-G2 Warm White e Throw OpUC, | )0y 579y (208, 240VAC)' ark Grey
Sconce 700 700mA |70CRI 4 Typed |Pack Cold 120 120V e 480VAC)"? BZ Bronze with improved .
Generation 1 Weather3#62 €S50 Safety 50% Dimming (7 hours)™#' _ Voltage: 120-277V 3000K, 70 CRI forward throw DL Diffusing Lens MGY Medium Grey
1000 1000mA 208 208V CM50 Median 50% Dimming (8 hours)’*° F3 Canadian Double Pgll DGY Dark.Gray generation 2
1200 1200mA NW-G1 ) Leave.blank 240 240V CE50 Economy 50% Q;mming (9 hours)®9 (208, 240, 480VAC) MGY Medium Gray 4 Typg IY WS Wall Mounted Customer specified \_
Neutral White to omitt an DA50 All Night 50% Dimming?*™ Customer specified Maximized Box for Surface |————————
2L 530 530mA ;‘ggg:‘ zmt?éiency 21 27y Photoelectric/Receptacle systems RAL Specify gor:card throw Conduit RAL Sgli Crl;yr :Ztlonal /
32LEDs 650 650mA’ ) P! 347 347V (Twist Lock Receptacle) optional ’
(2module) Generation| PCB  Photocontrol Button3022 color or RAL D i t Ph t t i d t T h i [ d i (e OCLGP or
480 480V OC-RAL7024;
700 700mA | w1 s o B b e Leror escription otometric data echnical drawings )
1000 1000mAZ Warm White TLRD7 Twist Lock Receptacle 7-Pin’® OC-RAL7024) €C  Custom color
3000K, TLRPC Twist Lock Receptacle w/ €C Custom color Wall mount series. Fixtures consist of: r - (must supply color
70CRI Photocell276 (Must supply i o o i . chip for required
Generation 1 ) color chip - Multi-step powder-coat painting process, optimized against UV rays and corrosion. w o | « factory quote)
Infrared Motion Response systems N . . - . . A /
. for required - Copper-free extruded aluminum housing and copper-free precision die-cast aluminum X ' F
IMRI2 Integral with #2ens® ™ factory quote) ring/faceplate, bracket (WALL versions) and mounting plate ™ . » I il S 1. Provide specific input voltage.
IMRI3 Integral with #4 lens®?2* & plate, g plate. (4mm) (2M4mm)
- Copper-free die-cast aluminum heat-sink passive cooling system. w / " ‘
Wireless system - Extra-clear, tempered, silk-screened, flat glass diffuser. i §
LLC2 Integral module with #2lens®’" - Custom molded, anti-aging gasket(s). s a5 31/3":"“)
LLC3 Integral module with #3 lens>79" . . / 2 “ P ] Dimensions
- Stainless steel external hardware. 1 ! & 1
- High-efficiency COB, combined with an optimized passive cooling system, provides a [ r L
— A/ | (125mm) . . .
long LED life. ; o o 1 Note: Mounting plate center is located in
1. 650mA only available with Emergency Battery Pack Cold 8. Available in 32L with 530mA. Consult technical support center  15. LLC2/3 Not available with TLR, PCB, IMRI, CS/CM/CE/DA. - Internal specular reflector coated with 5-layers of PVD 99.98% pure aluminum providing w " & e b the center of the luminaire width and 2.38"
Rated (EBPC) option for use with photocell and CS/CM/CE/DA. Ships with WS accessory attached to wireless module. Not for 29506 reflecti o i 1= 100% 5-11/32" (6.03cm) above the luminaire bottom (lens
2. 32L rated for 30°C at 1000mA 9. Available in 120-277V (UNV) only. use with LLCR accessory. > reflec '°”j ) L 1357 em down position). Splices must be made in the
3. Available for use with 16L and 32Lin 530mA or 650mA only. 10. Not available with LLC, TLR and DCC 16. Not available with PCB, TLRD5/7, DCC, LLC. - Circular Intensive beam angle (C/1). . - - J-box (by others). Mounting plate must be
4 Eatid:jr .-z?zgto 32375 l 11. Notavailable with 480V - Circular Medium beam angle (C/M). . . secured by max. 1/4" (.64cm) diameter bolts
- Avaraplen 120 or Z/7vonly. ) 12. Must specify input voltage. - Circular Wide beam angle (C/W). . L ' (by others) structurally to the wall.
5. Notavailable with Dual Circuit Control (DCC) option. 13. TLRD5/7 option not available with LLC, PCB, DCC. Works . . N )
6. EBPCis not available with DCC. with 3 or 5 pin NEMA photocell dimming. Dimming will not be - Input voltage: 120-277V (50 / 60 Hz), integral 0-10 V dimming driver.
7. Not available with Dimming Driver (DD) option. connected to TLR if ordering with DD, CS/CM/CE/DA and IMRI. - Standard hinged bracket for ease of installation: wiring can be completed by mounting ——
14. Not available with DD, DCC or LLC I e A . . N .
the bracket ahead of the luminaire, then sliding luminaire onto the bracket using quick 12-1/8 7
connectors system, then securing the luminaire by tightening the stainless steel set screws 30.79 cm 1778 cm
(WALL versions only).
- Five optional finishes available. Add finish suffix to any part number for textured Black
(BK-81), Iron gray (AN96-96), Aluminum metallic (GR-94), White (WH-87), Iron rust (RB-10)
when not standard.
- Consult factory for dimming options, marine-grade, custom finishes (please specify RAL
color), and non-cataloged CCT (Kelvin) options including static colors.
- Product meets Buy American Act requirements within ARRA.
- 5-year warranty. 10-111_LED_Spec_Sheet 05/19 page1of 2
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s
PRODUCT CODE 071812 Pathway bollard series. Fixtures consist of: [ /N0 N e S5 Ol . g py @
3 — 1
p E R F O R M A N C E PROJECT - Multi-step powder-coat painting process, optimized against UV rays and corrosion. o ! | | P } o (S0mm) GARDCO
- Copper-free precision die-cast aluminum housing and ring/faceplate. i T "
yPE pp precis g g/facep , : SoftView
I_ I G HTl N G - Copper-free aluminum extruded post. I / / . /
- Extra-clear, tempered, silk-screened, flat glass diffuser. o . \ e | by (s 1gnlfy
- Custom molded, anti-aging gasket(s). “ o /,//A'// 5
- Stainless steel external hardware. “ Ll /S Y
e e Y f
- Custom MCPCB utilized to maximize heat dissipation and promote long LED life. . ko oL 2 {om)
- IESNA Type Il light distribution. RO Ll (@) —
I\/I | |\/| | K 1 O B O I_ L l S R D 1 O O O - Input voltage: 120-277V (50 / 60 Hz), integral driver. 7 il X 538 (30mm) Gardco SoftVi LED i luminai foat dae lit technol
- Pre-wired factory sealed cable for external electrical connection included. il T T d 2l ardco sortview parking garage luminaires feature edge lit technology, Loeation
- Steel ground base plate included for bollards. M o0 — 0.z e 193 ) providing visual comfort with minimal glare to enhance the user experience. Cat.No:
- Five optional finishes available. Add finish suffix to any part number for textured Black S s An added uplight feature reduces the cave effect for an increased sense of o
> x oL (BK-81), Iron gray (AN96-96), Aluminum metallic (GR-94), White (WH-87), Iron rust (RB-10) security. SoftView features multiple optical distributions, lumen packages and S oy
P 65 E-D) T 5= c‘u when not standard. 1 mounting options providing you with the ideal solution for your garage lighting -
’/l\\ - Consult factory for dimming options, marine-grade, custom finishes (please specify RAL - . . Notes
PRONTO WET LISTED ) o : ) and low bay needs. Optional emergency battery backup available for path of
color), and non-cataloged CCT (Kelvin) options including static colors. " I . . o o
- Consult factory for custom post height options. L egress lighting and is integral to the luminaire.
Part number 071812 - Consult factory for custom pre-wired factory sealed cable length options. Flam “j’:ﬁ"'
Lampholder: LED - Product meets Buy American Act requirements within ARRA. )
Wattage: 11W - 5-year warranty.
Finish: ) AN-96 / Iron gray / Textured Ordering guide example: SVPG-140L-2100-NW-G2-SM-5 ~120-BL-IMRI2-MGY
Degree of protection: P65
CRI: 70 Options
Kelvin: 3000 Number  Drive  Color Dimming 2 |ISSUED FOR SPA 11/03/21
IESNA Type: Type ll [ __ Current Temperature Mounting i Emergency g controls Sensing
BUG Rating: B0-U0-60 Il i I 1 [ISSUED FOR REVIEW 11/01/21
Luminaire lumen output: 744 Im
L: L80 . o SVPG 1oL 450 WW-G2 sM R none 120 none none Fusing Bz # |DESCRIPTION MM/DD/YY
B: B10 BUG B0 U0 GO Type Il Very Short Asymmetrical iofsliew ::Snl].onDri 450mA gslr)n:;‘g/:;trsaggng (70 i::;aacnet/wilrolii;:ct ;yeiial:gub, leave blank 120V I(za}/g\?lank leave blank none Bronze K J
arking 800 1 d EBP'2387 208 - IMRI21216 leave blank MGY
ifati . US ROAD STANDARDS N R - .
Lifetime: 60000 h i s Garage engine) 800mA NW-G2 Normal vibration 3 Emergency 208V dimming driver | |ntegral Motion Fe Medium Gray - ~
cULus: v V. short 1200 Neutral White 4000k | rated (pendantand | ype Battery pack | 949 standard) Response, #2lens | sjngle Fuse WH
Voltage: 120-277V i 1200mA (70 CRI) Generation2 | function box Asymmetric | ggpgiasos | 240V DD#s IMRI3 216 (120, 277, 347V) White
Short 1675° CW-G2" byothers) 5 Emergency | 977 0-10V Dimming | |ntegral Motion Fo8 ocs
JosH 1675mA Cool White EOOOK g:rcw)’ace Mount TypeV Battery pack | 977y ?:s:;:::slzads Response, #31ens | pouble Fuse Optional Color
2100°4 (70 CRI) Generation 2 ! : cD coldrated UNY Y| MRz (208,240, 480V) (specify optional 1 4 L M B I A I RE E I
Bridge / Overpass others) .
A Medkun 2100mA BW-G2° vibration rated Concentrated Universal Integral Motion F3¢ color or RAL
dosidi 0% Balanced White 3500K Downlight 120-277V B_UO " . Response. #71ens | pouble Fuse Canadian | X OC-LGPor
(B0 CRI) Generation2 | PM ) Bi-level with double pull 208, 240, | OC-RALT024, W E I D EV E L P M E N I
5 Direct Pendant 347 motion sensor " contact factory)
i 830-G2 M ) 347V (factory 480Y)
ong ount, Bridge / LLCé7 11418 s
266L" 1200* 3000K (80CRI) Overpass vibration 480° Wireless customizable, Surge Protection sc
Generation 2 5 Special Color
G Type | Type Il Type lil [Type IV 266 LEDs 1200mA rated (pendant 480V contact factory®) blank
N ement Road' MM 1-/oMH 27SMH (comfort 1675 840-G2° and junction box by v Controls SP110KV T0KA (myst supPly color 1 43 CO L U M B IA ST
; engine) 4000K (80CRI) chip, requires
BUG B0 U0 GO Type Il Very Short Asymmetrical g 1675mA others) Universal (standard)
Generation 2 factory quote)
210034 " 347-480V SP2
2100mA Trunnion Mount 20KV 10KA (option) ’
2400349 | (BW-G2, 830-G2, (must also order
2400mA 840-G2 - Specials, separate line item
3000846581 contact factory®) TMmounting kit, see
3000mA Accessories) g J
. . . . . 34003‘“6‘8‘19 WM
Description Photometric data Technical drawings 2400mA Wall Mourt (ust - N
also order separate DRAWlNG TlTLE
line item WM :
mounting kit, see T I T
e S I E I G H I N G
1. Choose either EBP suitable for 0°C (32°F) to +40°C 8. Must specify applicable specific input voltage, not
(+104°F) or EBPC suitable for -20°C (-4°F) available with UNV or HVU. 15. Trunnion Mount (T) not available with both DD and EBP
to +40°C (+104°F). 9. Luminaire includes 0-10V dimming wires for dimming or EBPC; is available with each individually (DD or
2. EBP or EBPC not available with 347V, 480V or HVU control by others. EBP or EPBC).
3. EBP not available with 1675mA, 2100mA, 2400mA, 10.0-10V dimming driver standard. 16.IMRI2, IMRI3, or IMRI7 not available with 3000mA
3000mA or 3400mA due to thermal restrictions. 11. Must be combined with Motion Sensing option (IMRI2 or 3400mA due to thermal restrictions.
4. EBPC not available with 2100mA, 2400mA, 3000mA or or IMRI3 or IMRI7), choose only 1 Motion Sensing option. 17. Extended lead times apply. Contact factory for details.
3400mA due to thermal restrictions. 12. Must be combined with Dimming Controls option 18.3 Type lll Asymmetric not available with any 266L
5. Must contact factory prior to ordering - these items (BL or LLC). configurations due to thermal and fit restrictions.
are ETO Specials. 13. Not available with Motion Sensing. 19. LLC Wireless Controls not available with 2400mA,
6. LLC not available with Emergency options 14. Choose only 1 Dimming Controls option: either 3000mA, or 3400mA due to fit restrictions (2x drivers). \_ )
(EBP, EBPC) due to thermal and fit restrictions. DD or BL or LLC.
7. Available with 120V, 208V, 240V, 277V or UNV only.
- )
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